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Viewed from the exterior. Passive sash will 

open after active sash has been opened.

• “Window Dimension” always refers to outside frame-to-frame dimension.
• “Minimum Rough Opening” dimensions may need to be increased to allow for use of building wraps, flashing, 
sill panning, brackets, fasteners or other items.
• Dimensions in parentheses are in millimeters. 
◊ Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m2, clear opening width of 20" (508) and clear opening 
height of 24" (610). 

Handle Location

Operational force of handle is equal to 8 lbs/3.6 kg. 

Dimensions shown are from top of handle in open position.

G2 heights

G3 heights
G36 heights

G4 heights

G5 heights

Top of 
Sub�oor 
to Top of 
Window

6'-10 1 ⁄8"
(2086)

6'-0 1 ⁄16"
(1830)

10 1 ⁄16"
(256)

5'-0 3 ⁄4"
(1543)

1'-9 3 ⁄8"
(543)

4'-5 1 ⁄16"
(1348)

2'-5 1 ⁄16"
(738)

4'-8 3 ⁄4"
(1441)

2'-1 3 ⁄8"
(645)

4'-5 9 ⁄16"
(1361)

2'-4 9 ⁄16"
(725)

• Dimensions in parentheses are in millimeters.

Active Passive
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