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Woodwright® Archtop Double-Hung Window Opening Specifications

Clear Opening

Clear Opening in Full Open Position

Glass Crack Opening Vent

Top of Subfloor
to Top of Inside

Sill Stop
Overall Unit

AreaWidth Height
Unit Number Sq. Ft. (m2) Inches (mm) Inches (mm) Sq. Ft. (m2) Lineal Ft. (mm) Sq. Ft. (m2) Inches (mm) Sq. Ft. (m2)
WA20510 4.20 (0.390) 21 7/8" (556) 27 5/8" (702) 8.45 (0.785) 16'-4" (4987) 4.68 (0.434) 12 1/2" (318) 12.77 (1.186)

WA2062 4.51 (0.419) 21 7/8" (556) 29 5/8" (753) 8.99 (0.836) 17'-0" (5191) 4.98 (0.463) 8 1/2" (216) 13.48 (1.252)

WA2432 2.00 (0.186) 25 7/8" (658) 11 1/8" (282) 4.89 (0.455) 11'-11" (3644) 2.62 (0.244) 44 1/2" (1131) 8.14 (0.756)

WA2436 2.36 (0.219) 25 7/8" (658) 13 1/8" (333) 5.55 (0.516) 12'-7" (3847) 2.98 (0.277) 40 1/2" (1029) 8.96 (0.833)

WA24310 2.72 (0.252) 25 7/8" (658) 15 1/8" (384) 6.21 (0.577) 13'-3" (4051) 3.34 (0.310) 36 1/2" (928) 9.79 (0.909)

WA2442 3.08 (0.286) 25 7/8" (658) 17 1/8" (435) 6.86 (0.638) 13'-11" (4254) 3.70 (0.344) 32 1/2" (826) 10.61 (0.986)

WA2446 3.44 (0.319) 25 7/8" (658) 19 1/8" (485) 7.52 (0.698) 14'-7" (4457) 4.06 (0.377) 28 1/2" (724) 11.43 (1.062)

WA24410 3.80 (0.353) 25 7/8" (658) 21 1/8" (536) 8.17 (0.759) 15'-3" (4660) 4.42 (0.411) 24 1/2" (623) 12.26 (1.138)

WA2452 4.16 (0.386) 25 7/8" (658) 23 1/8" (587) 8.83 (0.820) 15'-11" (4863) 4.78 (0.444) 20 1/2" (521) 13.08 (1.215)

WA2456 4.51 (0.419) 25 7/8" (658) 25 1/8" (638) 9.49 (0.881) 16'-7" (5067) 5.14 (0.477) 16 1/2" (420) 13.90 (1.291)

WA24510 4.87 (0.453) 25 7/8" (658) 27 1/8" (689) 10.14 (0.942) 17'-3" (5270) 5.50 (0.511) 12 1/2" (318) 14.72 (1.368)

WA2462 5.23 (0.486) 25 7/8" (658) 29 1/8" (739) 10.80 (1.003) 17'-11" (5473) 5.86 (0.544) 8 1/2" (216) 15.55 (1.444)

WA2632 2.10 (0.195) 27 7/8" (708) 10 13/16" (275) 5.29 (0.492) 12'-5" (3785) 2.81 (0.261) 44 1/2" (1131) 8.67 (0.806)

WA2636 2.49 (0.231) 27 7/8" (708) 12 13/16" (326) 6.00 (0.558) 13'-1" (3989) 3.19 (0.297) 40 1/2" (1029) 9.55 (0.887)

WA26310 2.88 (0.267) 27 7/8" (708) 14 13/16" (377) 6.72 (0.624) 13'-9" (4192) 3.58 (0.333) 36 1/2" (928) 10.43 (0.969)

WA2642 3.26 (0.303) 27 7/8" (708) 16 13/16" (428) 7.43 (0.690) 14'-5" (4395) 3.97 (0.369) 32 1/2" (826) 11.31 (1.050)

WA2646 3.65 (0.339) 27 7/8" (708) 18 13/16" (479) 8.14 (0.756) 15'-1" (4598) 4.36 (0.405) 28 1/2" (724) 12.18 (1.132)

WA26410 4.04 (0.375) 27 7/8" (708) 20 13/16" (529) 8.85 (0.822) 15'-9" (4801) 4.74 (0.441) 24 1/2" (623) 13.06 (1.214)

WA2652 4.42 (0.411) 27 7/8" (708) 22 13/16" (580) 9.56 (0.888) 16'-5" (5005) 5.13 (0.477) 20 1/2" (521) 13.94 (1.295)

WA2656 4.81 (0.447) 27 7/8" (708) 24 13/16" (631) 10.28 (0.955) 17'-1" (5208) 5.52 (0.513) 16 1/2" (420) 14.82 (1.377)

WA26510 5.20 (0.483) 27 7/8" (708) 26 13/16" (682) 10.99 (1.021) 17'-9" (5411) 5.91 (0.549) 12 1/2" (318) 15.70 (1.458)

WA2662 5.59 (0.519) 27 7/8" (708) 28 13/16" (733) 11.70 (1.087) 18'-5" (5614) 6.29 (0.585) 8 1/2" (216) 16.58 (1.540)

WA2836 2.61 (0.243) 29 7/8" (759) 12 9/16" (319) 6.46 (0.600) 13'-7" (4130) 3.41 (0.316) 40 1/2" (1029) 10.13 (0.941)

WA28310 3.03 (0.281) 29 7/8" (759) 14 9/16" (370) 7.22 (0.671) 14'-3" (4333) 3.82 (0.355) 36 1/2" (928) 11.07 (1.028)

WA2842 3.44 (0.320) 29 7/8" (759) 16 9/16" (421) 7.99 (0.742) 14'-11" (4536) 4.24 (0.394) 32 1/2" (826) 12.00 (1.115)

WA2846 3.86 (0.358) 29 7/8" (759) 18 9/16" (472) 8.76 (0.814) 15'-7" (4739) 4.65 (0.432) 28 1/2" (724) 12.94 (1.202)

WA28410 4.27 (0.397) 29 7/8" (759) 20 9/16" (523) 9.53 (0.885) 16'-3" (4943) 5.07 (0.471) 24 1/2" (623) 13.87 (1.288)

WA2852 4.69 (0.435) 29 7/8" (759) 22 9/16" (573) 10.29 (0.956) 16'-11" (5146) 5.48 (0.509) 20 1/2" (521) 14.80 (1.375)

WA2856 5.10 (0.474) 29 7/8" (759) 24 9/16" (624) 11.06 (1.028) 17'-7" (5349) 5.90 (0.548) 16 1/2" (420) 15.74 (1.462)

WA28510 5.52 (0.512) 29 7/8" (759) 26 9/16" (675) 11.83 (1.099) 18'-3" (5552) 6.31 (0.586) 12 1/2" (318) 16.67 (1.549)

WA2862* 5.93 (0.551) 29 7/8" (759) 28 9/16" (726) 12.60 (1.170) 18'-11" (5755) 6.73 (0.625) 8 1/2" (216) 17.61 (1.636)

WA210310 3.17 (0.294) 31 7/8" (810) 14 5/16" (363) 7.73 (0.718) 14'-8" (4474) 4.06 (0.377) 36 1/2" (928) 11.70 (1.087)

WA21042 3.61 (0.336) 31 7/8" (810) 16 5/16" (414) 8.55 (0.795) 15'-4" (4678) 4.50 (0.418) 32 1/2" (826) 12.69 (1.179)

WA21046 4.05 (0.377) 31 7/8" (810) 18 5/16" (465) 9.38 (0.871) 16'-0" (4881) 4.94 (0.459) 28 1/2" (724) 13.68 (1.271)

WA210410 4.50 (0.418) 31 7/8" (810) 20 5/16" (516) 10.20 (0.947) 16'-8" (5084) 5.39 (0.500) 24 1/2" (623) 14.67 (1.363)

WA21052 4.94 (0.459) 31 7/8" (810) 22 5/16" (567) 11.02 (1.024) 17'-4" (5287) 5.83 (0.542) 20 1/2" (521) 15.66 (1.455)

WA21056 5.38 (0.500) 31 7/8" (810) 24 5/16" (617) 11.84 (1.100) 18'-0" (5490) 6.27 (0.583) 16 1/2" (420) 16.65 (1.547)

WA210510* 5.83 (0.541) 31 7/8" (810) 26 5/16" (668) 12.67 (1.177) 18'-8" (5694) 6.72 (0.624) 12 1/2" (318) 17.64 (1.639)

WA21062* 6.27 (0.582) 31 7/8" (810) 28 5/16" (719) 13.49 (1.253) 19'-4" (5897) 7.16 (0.665) 8 1/2" (216) 18.63 (1.731)

WA30310 3.30 (0.307) 33 7/8" (861) 14 1/16" (357) 8.23 (0.765) 15'-2" (4616) 4.29 (0.399) 36 1/2" (928) 12.34 (1.146)

WA3042 3.78 (0.351) 33 7/8" (861) 16 1/16" (407) 9.11 (0.846) 15'-10" (4819) 4.76 (0.442) 32 1/2" (826) 13.38 (1.243)

WA3046 4.25 (0.394) 33 7/8" (861) 18 1/16" (458) 9.99 (0.928) 16'-6" (5022) 5.23 (0.486) 28 1/2" (724) 14.43 (1.340)

WA30410 4.72 (0.438) 33 7/8" (861) 20 1/16" (509) 10.87 (1.010) 17'-2" (5225) 5.70 (0.530) 24 1/2" (623) 15.47 (1.438)

WA3052 5.19 (0.482) 33 7/8" (861) 22 1/16" (560) 11.75 (1.091) 17'-10" (5428) 6.17 (0.574) 20 1/2" (521) 16.52 (1.535)

WA3056 5.66 (0.526) 33 7/8" (861) 24 1/16" (611) 12.62 (1.173) 18'-6" (5632) 6.65 (0.617) 16 1/2" (420) 17.56 (1.632)

WA30510* 6.13 (0.569) 33 7/8" (861) 26 1/16" (661) 13.50 (1.254) 19'-2" (5835) 7.12 (0.661) 12 1/2" (318) 18.61 (1.729)

WA3062* 6.60 (0.613) 33 7/8" (861) 28 1/16" (712) 14.38 (1.336) 19'-10" (6038) 7.59 (0.705) 8 1/2" (216) 19.65 (1.826)

WA34310 3.55 (0.330) 37 7/8" (962) 13 1/2" (343) 9.23 (0.858) 16'-1" (4898) 4.75 (0.442) 36 1/2" (928) 13.60 (1.263)

WA3442 4.08 (0.379) 37 7/8" (962) 15 1/2" (394) 10.22 (0.950) 16'-9" (5101) 5.28 (0.490) 32 1/2" (826) 14.76 (1.371)

WA3446 4.61 (0.428) 37 7/8" (962) 17 1/2" (445) 11.21 (1.041) 17'-5" (5304) 5.81 (0.539) 28 1/2" (724) 15.91 (1.478)

WA34410 5.13 (0.477) 37 7/8" (962) 19 1/2" (495) 12.20 (1.133) 18'-1" (5508) 6.33 (0.588) 24 1/2" (623) 17.07 (1.586)

WA3452 5.66 (0.526) 37 7/8" (962) 21 1/2" (546) 13.19 (1.225) 18'-9" (5711) 6.86 (0.637) 20 1/2" (521) 18.22 (1.693)

WA3456 6.19 (0.575) 37 7/8" (962) 23 1/2" (597) 14.18 (1.317) 19'-5" (5914) 7.38 (0.686) 16 1/2" (420) 19.38 (1.800)

WA34510* 6.71 (0.623) 37 7/8" (962) 25 1/2" (648) 15.17 (1.409) 20'-1" (6117) 7.91 (0.735) 12 1/2" (318) 20.54 (1.908)

WA3462* 7.24 (0.672) 37 7/8" (962) 27 1/2" (699) 16.16 (1.501) 20'-9" (6320) 8.44 (0.784) 8 1/2" (216) 21.69 (2.015)

WA3842 4.36 (0.405) 41 7/8" (1064) 15" (380) 11.32 (1.052) 17'-8" (5384) 5.79 (0.538) 32 1/2" (826) 16.12 (1.497)

WA3846 4.94 (0.459) 41 7/8" (1064) 17" (431) 12.42 (1.154) 18'-4" (5587) 6.37 (0.592) 28 1/2" (724) 17.39 (1.615)

WA38410 5.52 (0.513) 41 7/8" (1064) 19" (482) 13.52 (1.256) 19'-0" (5790) 6.95 (0.646) 24 1/2" (623) 18.65 (1.733)

WA3852 6.10 (0.567) 41 7/8" (1064) 21" (533) 14.62 (1.358) 19'-8" (5993) 7.53 (0.700) 20 1/2" (521) 19.92 (1.851)

WA3856 6.68 (0.621) 41 7/8" (1064) 23" (583) 15.72 (1.461) 20'-4" (6196) 8.11 (0.754) 16 1/2" (420) 21.19 (1.968)

WA38510* 7.26 (0.675) 41 7/8" (1064) 25" (634) 16.82 (1.563) 21'-0" (6400) 8.70 (0.808) 12 1/2" (318) 22.46 (2.086)

WA3862* 7.85 (0.729) 41 7/8" (1064) 27" (685) 17.93 (1.665) 21'-8" (6603) 9.28 (0.862) 8 1/2" (216) 23.72 (2.204)

* These units meet or exceed the 
following dimensions: Clear 
Openable Area of 5.7 sq. ft.,  
Clear Openable Width of 20" and 
Clear Openable Height of 24."
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Woodwright® Unequal Leg Arch Double-Hung Window Opening Specifications

Clear Opening

Clear Opening in Full Open Position

Glass Crack Opening Vent

Top of Subfloor
to Top of Inside

Sill Stop
Overall Unit

AreaWidth Height
Unit Number Sq. Ft. (m2) Inches (mm) Inches (mm) Sq. Ft. (m2) Lineal Ft. (mm) Sq. Ft. (m2) Inches (mm) Sq. Ft. (m2)
WU1836 1.44 (0.134) 17 7/8" (454) 11 5/8" (295) 3.59 (0.330) 10'-9" (3272) 1.98 (0.180) 40 1/2" (1029) 6.47 (0.601)

WU18310 1.69 (0.157) 17 7/8" (454) 13 5/8" (346) 4.02 (0.370) 11'-5" (3475) 2.23 (0.210) 36 1/2" (928) 7.07 (0.657)

WU1842 1.94 (0.180) 17 7/8" (454) 15 5/8" (396) 4.46 (0.410) 12'-1" (3679) 2.48 (0.230) 32 1/2" (826) 7.67 (0.713)

WU1846 2.19 (0.203) 17 7/8" (454) 17 5/8" (447) 4.89 (0.450) 12'-9" (3882) 2.72 (0.250) 28 1/2" (724) 8.27 (0.768)

WU18410 2.44 (0.226) 17 7/8" (454) 19 5/8" (498) 5.32 (0.490) 13'-5" (4085) 2.97 (0.280) 24 1/2" (623) 8.87 (0.824)

WU1852 2.68 (0.249) 17 7/8" (454) 21 5/8" (549) 5.76 (0.530) 14'-1" (4288) 3.22 (0.300) 20 1/2" (521) 9.47 (0.880)

WU1856 2.93 (0.273) 17 7/8" (454) 23 5/8" (600) 6.19 (0.580) 14'-9" (4491) 3.47 (0.320) 16 1/2" (420) 10.07 (0.936)

WU18510 3.18 (0.296) 17 7/8" (454) 25 5/8" (650) 6.63 (0.620) 15'-5" (4695) 3.72 (0.350) 12 1/2" (318) 10.67 (0.992)

WU1862 3.43 (0.319) 17 7/8" (454) 27 5/8" (701) 7.06 (0.660) 16'-1" (4898) 3.97 (0.370) 8 1/2" (216) 11.28 (1.047)

WU20310 1.71 (0.159) 21 7/8" (556) 11 1/4" (286) 4.95 (0.460) 12'-3" (3737) 2.61 (0.240) 36 1/2" (928) 8.24 (0.766)

WU2042 2.02 (0.187) 21 7/8" (556) 13 1/4" (337) 5.50 (0.510) 12'-11" (3941) 2.91 (0.270) 32 1/2" (826) 8.96 (0.832)

WU2046 2.32 (0.216) 21 7/8" (556) 15 1/4" (388) 6.04 (0.560) 13'-7" (4144) 3.22 (0.300) 28 1/2" (724) 9.67 (0.898)

WU20410 2.62 (0.244) 21 7/8" (556) 17 1/4" (438) 6.59 (0.610) 14'-3" (4347) 3.52 (0.330) 24 1/2" (623) 10.38 (0.964)

WU2052 2.93 (0.272) 21 7/8" (556) 19 1/4" (489) 7.13 (0.660) 14'-11" (4550) 3.83 (0.360) 20 1/2" (521) 11.09 (1.030)

WU2056 3.23 (0.300) 21 7/8" (556) 21 1/4" (540) 7.68 (0.710) 15'-7" (4753) 4.13 (0.380) 16 1/2" (420) 11.80 (1.096)

WU20510 3.54 (0.328) 21 7/8" (556) 23 1/4" (591) 8.22 (0.760) 16'-3" (4957) 4.44 (0.410) 12 1/2" (318) 12.51 (1.163)

WU2062 3.84 (0.357) 21 7/8" (556) 25 1/4" (642) 8.77 (0.810) 16'-11" (5160) 4.74 (0.440) 8 1/2" (216) 13.23 (1.229)

WU2446 2.21 (0.205) 25 7/8" (658) 12 1/4" (312) 7.12 (0.660) 14'-5" (4399) 3.64 (0.340) 28 1/2" (724) 10.99 (1.021)

WU24410 2.57 (0.239) 25 7/8" (658) 14 1/4" (363) 7.78 (0.720) 15'-1" (4602) 4.00 (0.370) 24 1/2" (623) 11.81 (1.097)

WU2452 2.93 (0.272) 25 7/8" (658) 16 1/4" (413) 8.44 (0.780) 15'-9" (4805) 4.36 (0.410) 20 1/2" (521) 12.63 (1.174)

WU2456E 3.29 (0.305) 25 7/8" (658) 18 1/4" (464) 9.09 (0.840) 16'-5" (5008) 4.72 (0.440) 16 1/2" (420) 13.46 (1.250)

WU24510 3.65 (0.339) 25 7/8" (658) 20 1/4" (515) 9.75 (0.910) 17'-1" (5211) 5.08 (0.470) 12 1/2" (318) 14.28 (1.327)

WU2462 4.01 (0.372) 25 7/8" (658) 22 1/4" (566) 10.40 (0.970) 17'-9" (5415) 5.44 (0.510) 8 1/2" (216) 15.10 (1.403)

WU26410 2.42 (0.225) 27 7/8" (708) 12 1/2" (318) 8.34 (0.780) 15'-6" (4727) 4.21 (0.390) 24 1/2" (623) 12.49 (1.160)

WU2652 2.81 (0.261) 27 7/8" (708) 14 1/2" (368) 9.06 (0.840) 16'-2" (4930) 4.59 (0.430) 20 1/2" (521) 13.37 (1.242)

WU2656 3.20 (0.297) 27 7/8" (708) 16 1/2" (419) 9.77 (0.910) 16'-10" (5133) 4.98 (0.460) 16 1/2" (420) 14.25 (1.324)

WU26510 3.58 (0.333) 27 7/8" (708) 18 1/2" (470) 10.48 (0.970) 17'-6" (5336) 5.37 (0.500) 12 1/2" (318) 15.13 (1.405)

WU2662 3.97 (0.369) 27 7/8" (708) 20 1/2" (521) 11.19 (1.040) 18'-2" (5539) 5.76 (0.530) 8 1/2" (216) 16.01 (1.487)

WU2852 2.59 (0.241) 29 7/8" (759) 12 1/2" (317) 9.65 (0.900) 16'-7" (5053) 4.80 (0.450) 20 1/2" (521) 14.08 (1.308)

WU2856 3.01 (0.279) 29 7/8" (759) 14 1/2" (368) 10.42 (0.970) 17'-3" (5256) 5.22 (0.480) 16 1/2" (420) 15.01 (1.395)

WU28510 3.42 (0.318) 29 7/8" (759) 16 1/2" (419) 11.19 (1.040) 17'-11" (5459) 5.63 (0.520) 12 1/2" (318) 15.95 (1.482)

WU2862 3.84 (0.356) 29 7/8" (759) 18 1/2" (470) 11.95 (1.110) 18'-7" (5662) 6.05 (0.560) 8 1/2" (216) 16.88 (1.568)

WU21042 3.13 (0.290) 31 7/8" (810) 14 1/8" (359) 8.35 (0.780) 15'-5" (4707) 4.31 (0.400) 32 1/2" (826) 12.52 (1.163)

WU21046 3.57 (0.332) 31 7/8" (810) 16 1/8" (409) 9.17 (0.850) 16'-1" (4910) 4.75 (0.440) 28 1/2" (724) 13.51 (1.255)

WU210410 4.01 (0.373) 31 7/8" (810) 18 1/8" (460) 10.00 (0.930) 16'-9" (5114) 5.19 (0.480) 24 1/2" (623) 14.50 (1.347)

WU21052 4.46 (0.414) 31 7/8" (810) 20 1/8" (511) 10.82 (1.010) 17'-5" (5317) 5.64 (0.520) 20 1/2" (521) 15.49 (1.439)

WU21056 4.90 (0.455) 31 7/8" (810) 22 1/8" (562) 11.64 (1.080) 18'-1" (5520) 6.08 (0.560) 16 1/2" (420) 16.48 (1.531)

WU210510 5.34 (0.496) 31 7/8" (810) 24 1/8" (613) 12.46 (1.160) 18'-9" (5723) 6.52 (0.610) 12 1/2" (318) 17.47 (1.623)

WU21062* 5.78 (0.537) 31 7/8" (810) 26 1/8" (663) 13.29 (1.230) 19'-5" (5926) 6.96 (0.650) 8 1/2" (216) 18.46 (1.715)

WU3042 3.13 (0.291) 33 7/8" (861) 13 5/16" (338) 8.86 (0.820) 15'-11" (4843) 4.51 (0.420) 32 1/2" (826) 13.15 (1.222)

WU3046 3.60 (0.335) 33 7/8" (861) 15 5/16" (389) 9.73 (0.900) 16'-7" (5047) 4.98 (0.460) 28 1/2" (724) 14.20 (1.319)

WU30410 4.07 (0.378) 33 7/8" (861) 17 5/16" (440) 10.61 (0.990) 17'-3" (5250) 5.46 (0.510) 24 1/2" (623) 15.24 (1.416)

WU3052 4.54 (0.422) 33 7/8" (861) 19 5/16" (490) 11.49 (1.070) 17'-11" (5453) 5.93 (0.550) 20 1/2" (521) 16.29 (1.513)

WU3056 5.02 (0.466) 33 7/8" (861) 21 5/16" (541) 12.37 (1.150) 18'-7" (5656) 6.40 (0.590) 16 1/2" (420) 17.33 (1.610)

WU30510 5.49 (0.510) 33 7/8" (861) 23 5/16" (592) 13.25 (1.230) 19'-3" (5859) 6.87 (0.640) 12 1/2" (318) 18.38 (1.707)

WU3062* 5.96 (0.553) 33 7/8" (861) 25 5/16" (643) 14.13 (1.310) 19'-11" (6063) 7.34 (0.680) 8 1/2" (216) 19.42 (1.804)

WU34410 4.09 (0.380) 37 7/8" (962) 15 1/2" (395) 11.81 (1.100) 18'-1" (5519) 5.95 (0.550) 24 1/2" (623) 16.69 (1.551)

WU3452 4.61 (0.429) 37 7/8" (962) 17 1/2" (445) 12.80 (1.190) 18'-9" (5723) 6.47 (0.600) 20 1/2" (521) 17.85 (1.658)

WU3456 5.14 (0.478) 37 7/8" (962) 19 1/2" (496) 13.79 (1.280) 19'-5" (5926) 7.00 (0.650) 16 1/2" (420) 19.01 (1.766)

WU34510 5.67 (0.526) 37 7/8" (962) 21 1/2" (547) 14.78 (1.370) 20'-1" (6129) 7.53 (0.700) 12 1/2" (318) 20.16 (1.873)

WU3462 6.19 (0.575) 37 7/8" (962) 23 1/2" (598) 15.77 (1.470) 20'-9" (6332) 8.05 (0.750) 8 1/2" (216) 21.32 (1.981)

WU3852 4.52 (0.420) 41 7/8" (1064) 15 1/2" (394) 14.06 (1.310) 19'-8" (5989) 6.97 (0.650) 20 1/2" (521) 19.36 (1.799)

WU3856 5.10 (0.474) 41 7/8" (1064) 17 1/2" (445) 15.16 (1.410) 20'-4" (6192) 7.55 (0.700) 16 1/2" (420) 20.63 (1.916)

WU38510 5.68 (0.528) 41 7/8" (1064) 19 1/2" (496) 16.27 (1.510) 21'-0" (6395) 8.13 (0.760) 12 1/2" (318) 21.90 (2.034)

WU3862 6.26 (0.582) 41 7/8" (1064) 21 1/2" (547) 17.37 (1.610) 21'-8" (6598) 8.71 (0.810) 8 1/2" (216) 23.16 (2.152)

* �These units meet or exceed the following 
dimensions: Clear Openable Area of  
5.7 sq. ft., Clear Openable Width of 20"  
and Clear Openable Height of 24."

NOTE: Floor to sill heights are calculated based 
upon a structural header height of 6'-10 1/2."

woodwright® double-hung windows
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Woodwright® Springline™ Single-Hung Window Opening Specifications

Unit
Number Clear Opening

Clear Opening in Full Open Position

Glass Crack Opening Vent

Top of Subfloor
to Top of Inside

Sill Stop
Overall Unit

AreaWidth Height
Sq. Ft. (m2) Inches (mm) Inches (mm) Sq. Ft. (m2) Lineal Ft. (mm) Sq. Ft. (m2) Inches (mm) Sq. Ft. (m2)

WS2042 1.39 (0.129) 21 7/8" (556) 9 2/16" (231) 5.48 (0.509) 7'-7" (2307) 1.39 (0.129) 32 9/16" (828) 8.90 (0.827)

WS2046 1.54 (0.143) 21 7/8" (556) 10 2/16" (257) 5.88 (0.547) 7'-11" (2409) 1.54 (0.143) 29 9/16" (751) 9.44 (0.877)

WS20410 1.69 (0.157) 21 7/8" (556) 11 2/16" (282) 6.29 (0.585) 8'-3" (2511) 1.69 (0.157) 26 9/16" (675) 9.97 (0.926)

WS2052 1.84 (0.171) 21 7/8" (556) 12 2/16" (308) 6.70 (0.623) 8'-7" (2612) 1.84 (0.171) 23 9/16" (599) 10.51 (0.976)

WS2056 2.76 (0.256) 21 7/8" (556) 18 2/16" (461) 7.80 (0.724) 8'-11" (2714) 2.76 (0.256) 15 9/16" (395) 11.94 (1.109)

WS20510 2.96 (0.275) 21 7/8" (556) 19 1/2" (495) 8.25 (0.767) 9'-3" (2815) 2.96 (0.275) 12 9/16" (310) 12.53 (1.164)

WS2062 3.16 (0.294) 21 7/8" (556) 20 13/16" (529) 8.71 (0.809) 9'-7" (2917) 3.16 (0.294) 8 7/8" (226) 13.12 (1.219)

WS2442 1.64 (0.152) 25 7/8" (658) 9 2/16" (231) 6.85 (0.636) 8'-3" (2511) 1.64 (0.152) 30 9/16" (777) 10.62 (0.986)

WS2446 1.82 (0.169) 25 7/8" (658) 10 2/16" (257) 7.34 (0.682) 8'-7" (2612) 1.82 (0.169) 27 9/16" (701) 11.23 (1.044)

WS24410 2.00 (0.186) 25 7/8" (658) 11 2/16" (282) 7.83 (0.728) 8'-11" (2714) 2.00 (0.187) 24 9/16" (624) 11.85 (1.101)

WS2452 2.18 (0.202) 25 7/8" (658) 12 2/16" (308) 8.33 (0.774) 9'-3" (2815) 2.18 (0.202) 21 9/16" (548) 12.47 (1.158)

WS2456 3.26 (0.303) 25 7/8" (658) 18 2/16" (461) 9.65 (0.896) 9'-7" (2917) 3.26 (0.303) 13 9/16" (344) 14.12 (1.312)

WS24510 3.50 (0.325) 25 7/8" (658) 19 1/2" (495) 10.19 (0.947) 9'-11" (3019) 3.50 (0.325) 10 3/16" (259) 14.81 (1.376)

WS2462 3.74 (0.348) 25 7/8" (658) 20 13/16" (529) 10.74 (0.998) 10'-3" (3120) 3.74 (0.348) 6 7/8" (175) 15.49 (1.439)

WS2642 1.76 (0.164) 27 7/8" (708) 9 1/8" (231) 7.57 (0.703) 8'-7" (2612) 1.76 (0.164) 29 9/16" (751) 11.51 (1.069)

WS2646 1.96 (0.182) 27 7/8" (708) 10 1/8" (257) 8.10 (0.753) 8'-11" (2714) 1.96 (0.182) 26 9/16" (675) 12.17 (1.130)

WS26410 2.15 (0.200) 27 7/8" (708) 11 1/8" (282) 8.64 (0.802) 9'-3" (2815) 2.15 (0.200) 23 9/16" (599) 12.82 (1.191)

WS2652 2.35 (0.218) 27 7/8" (708) 12 1/8" (308) 9.17 (0.852) 9'-7" (2917) 2.35 (0.218) 20 9/16" (523) 13.48 (1.253)

WS2656 3.52 (0.327) 27 7/8" (708) 18 1/8" (461) 10.60 (0.985) 9'-11" (3019) 3.52 (0.327) 12 9/16" (319) 15.25 (1.417)

WS26510 3.77 (0.351) 27 7/8" (708) 19 1/2" (495) 11.19 (1.040) 10'-3" (3120) 3.77 (0.351) 9 3/16" (234) 15.98 (1.485)

WS2662 4.03 (0.375) 27 7/8" (708) 20 13/16" (529) 11.79 (1.095) 10'-7" (3222) 4.03 (0.375) 5 7/8" (149) 16.71 (1.553)

WS2842 1.89 (0.176) 29 7/8" (759) 9 1/8" (231) 8.31 (0.772) 8'-11" (2714) 1.89 (0.176) 28 9/16" (726) 12.42 (1.154)

WS2846 2.10 (0.195) 29 7/8" (759) 10 1/8" (257) 8.89 (0.826) 9'-3" (2815) 2.10 (0.195) 25 9/16" (650) 13.12 (1.219)

WS28410 2.31 (0.214) 29 7/8" (759) 11 1/8" (282) 9.46 (0.879) 9'-7" (2917) 2.31 (0.214) 22 9/16" (574) 13.82 (1.284)

WS2852 2.51 (0.234) 29 7/8" (759) 12 1/8" (308) 10.04 (0.932) 9'-11" (3019) 2.51 (0.234) 19 9/16" (497) 14.52 (1.349)

WS2856 3.77 (0.350) 29 7/8" (759) 18 1/8" (461) 11.58 (1.076) 10'-3" (3120) 3.77 (0.350) 11 9/16" (293) 16.40 (1.523)

WS28510 4.04 (0.376) 29 7/8" (759) 19 1/2" (495) 12.22 (1.135) 10'-7" (3222) 4.04 (0.376) 8 3/16" (209) 17.18 (1.596)

WS2862 4.32 (0.401) 29 7/8" (759) 20 13/16" (529) 12.86 (1.195) 10'-11" (3323) 4.32 (0.401) 4 7/8" (124) 17.95 (1.668)

WS21042 2.02 (0.187) 31 7/8" (810) 9 1/8" (231) 9.07 (0.843) 9'-3" (2815) 2.02 (0.187) 27 9/16" (701) 13.35 (1.240)

WS21046 2.24 (0.208) 31 7/8" (810) 10 1/8" (257) 9.69 (0.900) 9'-7" (2917) 2.24 (0.208) 24 9/16" (624) 14.09 (1.309)

WS210410 2.46 (0.229) 31 7/8" (810) 11 1/8" (282) 10.31 (0.958) 9'-11" (3019) 2.46 (0.229) 21 9/16" (548) 14.84 (1.378)

WS21052 2.68 (0.249) 31 7/8" (810) 12 1/8" (308) 10.93 (1.015) 10'-3" (3120) 2.68 (0.249) 18 9/16" (472) 15.58 (1.447)

WS21056 4.02 (0.373) 31 7/8" (810) 18 1/8" (461) 12.58 (1.169) 10'-7" (3222) 4.02 (0.373) 10 9/16" (268) 17.57 (1.632)

WS210510 4.32 (0.401) 31 7/8" (810) 19 1/2" (495) 13.27 (1.232) 10'-11" (3323) 4.32 (0.401) 7 3/16" (183) 18.39 (1.709)

WS21062 4.61 (0.428) 31 7/8" (810) 20 13/16" (529) 13.95 (1.296) 11'-3" (3425) 4.61 (0.428) 3 7/8" (99) 19.22 (1.785)

WS3042 2.14 (0.199) 33 7/8" (861) 9 1/8" (231) 9.86 (0.916) 9'-7" (2917) 2.14 (0.199) 26 9/16" (675) 14.31 (1.329)

WS3046 2.38 (0.221) 33 7/8" (861) 10 1/8" (257) 10.52 (0.977) 9'-11" (3019) 2.38 (0.221) 23 9/16" (599) 15.09 (1.402)

WS30410 2.62 (0.243) 33 7/8" (861) 11 1/8" (282) 11.18 (1.038) 10'-3" (3120) 2.62 (0.243) 20 9/16" (523) 15.87 (1.475)

WS3052 2.85 (0.265) 33 7/8" (861) 12 1/8" (308) 11.84 (1.100) 10'-7" (3222) 2.85 (0.265) 17 9/16" (447) 16.66 (1.547)

WS3056 4.27 (0.397) 33 7/8" (861) 18 1/8" (461) 13.60 (1.264) 10'-11" (3323) 4.27 (0.397) 9 9/16" (242) 18.76 (1.743)

WS30510 4.59 (0.426) 33 7/8" (861) 19 1/2" (495) 14.33 (1.332) 11'-3" (3425) 4.59 (0.426) 6 3/16" (158) 19.63 (1.824)

WS3062 4.90 (0.455) 33 7/8" (861) 20 13/16" (529) 15.07 (1.400) 11'-7" (3527) 4.90 (0.455) 2 7/8" (73) 20.50 (1.904)

WS3442 2.40 (0.223) 37 7/8" (962) 9 1/8" (231) 11.50 (1.068) 10'-3" (3120) 2.40 (0.223) 24 9/16" (624) 16.28 (1.512)

WS3446 2.66 (0.247) 37 7/8" (962) 10 1/8" (257) 12.24 (1.137) 10'-7" (3222) 2.66 (0.247) 21 9/16" (548) 17.15 (1.593)

WS34410 2.92 (0.272) 37 7/8" (962) 11 1/8" (282) 12.98 (1.206) 10'-11" (3323) 2.92 (0.272) 18 9/16" (472) 18.02 (1.674)

WS3452 3.19 (0.296) 37 7/8" (962) 12 1/8" (308) 13.72 (1.275) 11'-3" (3425) 3.19 (0.296) 15 9/16" (396) 18.88 (1.754)

WS3456 4.78 (0.444) 37 7/8" (962) 18 1/8" (461) 15.71 (1.459) 11'-7" (3527) 4.78 (0.444) 7 9/16" (192) 21.21 (1.970)

WS34510 5.13 (0.476) 37 7/8" (962) 19 1/2" (495) 16.54 (1.536) 11'-11" (3628) 5.13 (0.476) 4 3/16" (107) 22.17 (2.060)

WS3462 5.48 (0.509) 37 7/8" (962) 20 13/16" (529) 17.36 (1.613) 12'-3" (3730) 5.48 (0.509) 7/8" (22) 23.13 (2.149)

WS3842 2.65 (0.246) 41 7/8" (1064) 9 1/8" (231) 13.22 (1.228) 10'-11" (3323) 2.65 (0.246) 22 9/16" (574) 18.34 (1.704)

WS3846 2.94 (0.273) 41 7/8" (1064) 10 1/8" (257) 14.04 (1.305) 11'-3" (3425) 2.94 (0.273) 19 9/16" (497) 19.29 (1.792)

WS38410 3.23 (0.300) 41 7/8" (1064) 11 1/8" (282) 14.87 (1.381) 11'-7" (3527) 3.23 (0.300) 16 9/16" (421) 20.24 (1.881)

WS3852 3.52 (0.327) 41 7/8" (1064) 12 1/8" (308) 15.69 (1.458) 11'-11" (3628) 3.52 (0.327) 13 9/16" (345) 21.19 (1.969)

WS3856 5.28 (0.491) 41 7/8" (1064) 18 1/8" (461) 17.91 (1.664) 12'-3" (3730) 5.28 (0.491) 5 9/16" (141) 23.74 (2.206)

WS38510 5.67 (0.527) 41 7/8" (1064) 19 1/2" (495) 18.82 (1.749) 12'-7" (3831) 5.67 (0.527) 2 3/16" (56) 24.80 (2.304)

WS3862 6.06 (0.563) 41 7/8" (1064) 20 13/16" (529) 19.74 (1.834) 12'-11" (3933) 6.06 (0.563) -1 1/8" (-28) 25.85 (2.402)

WU3862 6.26 (0.582) 41 7/8" (1064) 21 1/2" (547) 17.37 (1.610) 21'-8" (6598) 8.71 (0.810) 8 1/2" (216) 23.16 (2.152)
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Standard Divided Light Patterns for Woodwright® Double-Hung and Tilt-Wash Double-Hung Windows

18210 18310 18410 
1832 1842 1852
1836 1846
 

1856 1872 †
18510 1876 †
1862

*Cottage
Sash

Equal
Sash

*Cottage
Sash

Equal
Sash

20210 24410 2842 
2032 2452  2846  
2036 26210 28410  
20310 2632  2852 
2042  2636 210210  
2046  26310  21032  
20410  2642  21036  
2052   2646  210310 
24210 26410 21042
2432 2652 21046
2436 28210 210410
24310 2832 21052
2442 2836 
2446 28310 

2056 2476 †  2872 † 
20510 2656 2876 † 
2062   26510 21056 
2072 † 2662 210510 
2076 † 2672 † 21062 
2456  2676 † 21072 †
2456 2856 21076 †
2462 28510
2472 † 2862
 

Colonial Prairie A 6-Lite Prairie
(Woodwright only)

Cottage
Sash

Equal
Sash

*Cottage
Sash

Equal
Sash

*Cottage
Sash

Equal
Sash

Cottage
Sash

Equal
Sash

*Cottage
Sash

Equal
Sash

*Cottage
Sash

Equal
Sash

Cottage
Sash

Equal
Sash

Custom Pattern Examples

Speci�ed Equal Light Examples

Grille patterns are available for all 
units in upper sash only (USO).

Speci�ed equal light and custom 
patterns are also available.
Not all grille patterns are available 
in all con�gurations. See page 5, 
visit andersenwindows.com/grilles 
or contact your Andersen supplier.

3056 3456 3856 
30510  34510 38510 
3062   3462 3862  
3072 † 3472 †  3872 †
3076 † 3476 † 3876 †
  

Unit Number

18210 †
1832 †
1836 †
18310
1842
1846
18410
1852 ††

1856 ††

20210 †
2032 †
2036 †

Diamond
(Tilt-Wash only) 

      Diamond grilles are available for 400 Series tilt-wash windows only and are only  
 available in Simulated Divided Light (SDL) and 3 ⁄4"  and 7 ⁄ 8"  widths. Cottage sash  
 in upper sash only.
   † Available for 400 Series tilt-wash windows, equal sash only.
† † Available for 400 Series tilt-wash windows, cottage sash only.
   *Available for 400 Series tilt-wash windows in 4'-0 7⁄ 8" through 5'-8 7⁄ 8" 
  heights only.

30210  3421O 38210 
3032  3432    3832
3036  3436  3836
30310  34310 38310
3042 3442 3842
3046 3446 3846   
 

20310
2042
2046
20410
2052 ††

2056 ††

24210 †
2432 †
2436 †
24310
2442
2446

24410
2452 ††

2456 ††

26210 †
2632 †
2636 †
26310
2642
2646
26410
2652 ††

2656 ††

28210 †
2832 †
2836 †
28310
2842
2846
28410
2852 ††

2856 ††

210210 †
21032 †
21036 †

210310
21042
21046
210410
21052 ††

21056 ††

30210 †
3032 †
3036 †
30310
3042
3046

30410
3052 ††

3056 ††

34210 †
3432 †
3436 †
34310
3442
3446
34410
3452 ††

3456 ††

38210 †
3832 †
3836 †

38310
3842
3846

38410
3852
3856

1852
1856
18510 †
1862 †
1872 †
1876 †
2052
2056

20510 †
2062 †
2072 †
2076 †
2452
2456
24510 †
2462 †

2472 †
2476 †
2652
2656
26510 †
2662 †
2672 †
2676 †

3852
3856

Cottage
Sash

Equal
Sash

Cottage
Sash

Equal
Sash

38510 †
3862 †

3872 †
3876 †

2852
2856
28510 †
2862 †
2872 †
2876 †
21052
21056

210510 †
21062 †
21072 †
21076 †
3052
3056
30510 †
3062 †

3072 †
3076 †
3452
3456
34510 †
3462 †
3472 †
3476 †

Unit Number

400 Series Woodwright®

Double-Hung = WDH
Picture = WPW
Transom = WTR

400 Series Tilt-Wash

Double-Hung = TW
Picture = DHP
Transom = TWT

Double-Hung Window 
Divided Light 
Ordering Prefix Key

woodwright® double-hung windows
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Standard Divided Light Patterns for Woodwright® Double-Hung and Tilt-Wash Double-Hung Picture Windows

10510
1062

1056

Colonial

* Also available with a 
2 1 ⁄4" grille to simulate 
a check rail.

42510 410510 56510
4262 41062 5662

4256 41056 5656

42310 410310 56310
4242 41042 5642
4246 41046 5646
42410 410410 56410
4252 41052 5652

Modi�ed 
   Colonial*

Tall
   Fractional*

Prairie AShort
   Fractional*

VictorianColonial

310310
31042
31046
310410
31052

310510
31062

31056

Unit Number

3056  3456

30510 34510
3062 3462

30310 34310
3042 3442
3046 3446
30410 34410
3052 3452

Grilles shown 
are spaced 
for equal sash 
double-hung
alignment. 

Grille 
alignment 
is different 
for unequal 
double-hung 
units. 

Be sure 
to specify 
correct 
alignment 
for picture 
windows.

Speci�ed equal light and custom patterns 
are also available. Not all grille patterns are 
available in all con�gurations. See page 5, 
visit andersenwindows.com/grilles or 
contact your Andersen supplier.

Unit Number

56310

31042
31046
310410
31052
4242
4246

3042
3046
30410
3052

3442
3446
34410
3452

3056
3456
30510
34510
3062
3462

310310
42310
410310

5642
5646
56410
5652

42410
4252
41042
41046
410410
41052

31056
4256
41056
310510
42510

5656
56510
5662

Diamond
(Tilt-Wash only)

410510
31062
4262
41062

10310
1042
1046
10410
1052

Grilles shown 
are spaced 
for equal sash 
double-hung
alignment. 

Grille 
alignment 
is different 
for unequal 
double-hung 
units. 

Be sure 
to specify 
correct 
alignment 
for picture 
windows.

Grilles shown 
are spaced 
for equal sash 
double-hung
alignment. 

Grille 
alignment 
is different 
for unequal 
double-hung 
units. 

Be sure 
to specify 
correct 
alignment 
for picture 
windows.

Double-Hung Window 
Divided Light Ordering Prefix Key

30310
34310

400 Series Tilt-Wash

Double-Hung = TW
Picture = DHP
Transom = TWT

400 Series Woodwright®

Double-Hung = WDH
Picture = WPW
Transom = WTR

      Diamond grilles are available for 400 Series tilt-wash windows only and are 
 only available in Simulated Divided Light (SDL) and 3 ⁄4"  and 7 ⁄ 8"  widths. 

40
0 

Se
rie

s 
W

oo
dw

rig
ht

® 
Do

ub
le

-H
un

g 
W

in
do

ws
 



52

Created: 2008 Dec 16

Modified: 2008 Dec 16, 09:46 PM

File name: 82266_35-60_R2.indd

Standard Divided Light Patterns for Woodwright® Double-Hung and Tilt-Wash Double-Hung Transom Windows

Prairie AColonialUnit Number

1815
1817

2015 2415 2615 2815 21015
2017 2417 2617 2817 21017
20111 24111 26111 28111 210111
2021 2421 2621 2821 21021
2023 2423 2623 2823 21023
2027 2427 2627 2827 21027
2031 2631 21031
2431 2831

1831

3015 3021 3415
3017 3023 3417
30111 3027 34111

18111
1821

1823
1827

3421 3815 3821
3423 3817 3823
3427 38111 3827

Diamond
(Tilt-Wash only)

1815
1817
18111
1821

1823
1827
2015
2017

20111
2021
2023
2027

2415
2417
24111
2421

2815
2817
28111
2821

2823
2827
21015
21017

210111
21021
21023
21027

3015
3017
30111
3021

3831

1831
2031

3815
3817

Unit Number

2831
21031

2423
2427
2615
2617

26111
2621
2623
2627

2431
2631

3023
3027
3415
3417

34111
3421
3423
3427

3031
3431

38111
3821

Standard Divided Light Patterns for Woodwright® Springline™ Single-Hung Windows

Unit Number Colonial Renaissance

* 

* 

* These units have one additional horizontal grille bar in the top sash.

WS2042 WS2442 WS2642 WS2842 WS21042
WS2046 WS2446 WS2646 WS2846 WS21046
WS20410 WS24410 WS26410 WS28410 WS210410
WS2052 WS2452 WS2652 WS2852 WS21052

WS2056 WS2456 WS2656 WS2856 WS21056
WS20510 WS24510 WS26510 WS28510 WS210510
WS2062 WS2462 WS2662 WS2862 WS21062

WS3042  WS3442  WS3842*
WS3046  WS3446  WS3846*
WS30410  WS34410  WS38410*
WS3052  WS3452  WS3852*

WS3056  WS3456*  WS3856*
WS30510  WS34510*  WS38510*
WS3062  WS3462*  WS3862*

Colonial

1810 2010 2410 28102610 21010 3010 410

3810 31010 4210 41010 5610 6210

3823
3827

     Diamond grilles are 
available for 400 Series 
tilt-wash windows only 
and are only available 
in Simulated Divided 
Light (SDL) and 3 ⁄4"  
and 7 ⁄ 8"  widths. 

Speci�ed equal light and custom 
patterns are also available. Not 
all grille patterns are available 
in all con�gurations. See page 5, 
visit andersenwindows.com/grilles 
or contact your Andersen supplier.
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Standard Divided Light Patterns for Woodwright® Unequal Leg Arch Double-Hung Windows

Unit NumberUnit Number Colonial Renaissance Prairie AColonial Renaissance Prairie A

WU3042  WU3442
WU3046  WU3446
WU30410  WU34410 
WU3052  WU3452  WU3852

WU3056 WU3456 WU3856
WU30510 WU34510 WU38510
WU3062 WU3462 WU3862

WU1836
WU18310
WU1842
WU1846
WU18410
WU1852

WU1856
WU18510
WU1862

WU20310
WU2042    WU21042 
WU2046  WU2446    WU21046
WU20410  WU24410  WU26410  WU28410  WU210410
WU2052  WU2452  WU2652  WU2852  WU21052

WU2056 WU2456 WU2656 WU2856 WU21056
WU20510 WU24510 WU26510 WU28510 WU210510
WU2062 WU2462 WU2662 WU2862 WU21062

Unit Number Colonial Renaissance Prairie A

Standard Divided Light Patterns for Woodwright® Archtop Double-Hung Windows

Unit Number Unit Number

WA30310  WA34310 
WA3042  WA3442  WA3842
WA3046  WA3446  WA3846
WA30410  WA34410  WA38410
WA3052  WA3452  WA3852

WA3056 WA3456 WA3856
WA30510 WA34510 WA38510
WA3062 WA3462 WA3862

Colonial Prairie A

Unit Number Colonial Prairie A

Colonial Renaissance

Renaissance

Prairie A

WA18210
WA1832
WA1836
WA18310
WA1842
WA1846
WA18410
WA1852

WA1856
WA18510
WA1862

WA2032  WA2432  WA2632 
WA2036  WA2436  WA2636  WA2836 
WA20310  WA24310  WA26310  WA28310  WA210310
WA2042  WA2442  WA2642  WA2842  WA21042
WA2046  WA2446  WA2646  WA2846  WA21046
WA20410  WA24410  WA26410  WA28410  WA210410
WA2052  WA2452  WA2652  WA2852  WA21052

WA2056 WA2456 WA2656 WA2856 WA21056
WA20510 WA24510 WA26510 WA28510 WA210510
WA2062 WA2462 WA2662 WA2862 WA21062

Speci�ed equal light and custom 
patterns are also available. Not 
all grille patterns are available 
in all con�gurations. See page 5, 
visit andersenwindows.com/grilles 
or contact your Andersen supplier.
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Basic Unit & Rough Opening Details  Scale 1 1 ⁄ 2" = 1'-0" (1:8) 

Horizontal Section 

Vertical Section 

NOTE: Floor to sill heights are calculated based upon a structural header height of 6'-10 1 ⁄ 2".

Rough opening dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items. See page 13 for more details.

Light-colored areas are Andersen® parts included with the unit. Dark-colored areas are additional Andersen parts required to complete unit assembly as shown and must be specifically ordered. 
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1 5 ⁄16" (33)
4 1 ⁄ 2" (114)

2 5 ⁄ 8" (67)

2 1 ⁄4" (57)

1 ⁄ 2" (13)

2 3 ⁄ 8" (60)

3 
3
⁄ 8"

(8
6)

1 ⁄ 2" (13)

1 3 ⁄4" (44)

Head

Check Rail

Sill

Sill Stop 
to Subfloor 
Dimension.

1 5 ⁄16"
(33)

41 ⁄ 2"
(114)

Unit Dimension Width1 ⁄4" (6) 1 ⁄4" (6)

1 7⁄ 8"
(47)

1 7⁄ 8"
(47)

Clear Opening Width

Lower Sash

Minimum Rough Opening Width

Jamb Jamb

Transom and Picture—Unit and Rough Opening Details  Scale 1 1 ⁄ 2" = 1'-0" (1:8) 

Vertical Section
Transom Unit 

Vertical Section
Picture Unit 

Horizontal Section
Picture and Transom Unit 
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Sill Stop
to Subfloor
Dimension 

4 1 ⁄ 2" (114)

Low-E4® Insulating Glass

Sill

Head

2 9 ⁄16"
(65)

2 9 ⁄16"
(65)

1 5 ⁄16"
(33) 

Minimum Rough Opening Width

1 ⁄4"
(6)

3" (76)

Unit Dimension Width

Unobstructed Glass Width

Low-E4® Insulating Glass

4 
1
⁄ 2

" 
(1

14
)

1 ⁄4"
(6)

3" (76)

Jamb Jamb

1 5 ⁄16"
(33) 

2 9 ⁄16" (65) 

1 5 ⁄ 8" (41) 

5 ⁄ 8" (16) 

2 3 ⁄ 8" (60) 

1 ⁄ 2" (13) 
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Sill Stop
to Subfloor
Dimension 

4 1 ⁄ 2" (114)

Pine Stool

Low-E4® Insulating Glass

Sill

Head
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Product Applications  Scale 1 1 ⁄ 2" = 1'-0" (1:8) 

Joining Details  Scale 1 1 ⁄ 2" = 1'-0" (1:8) 

Andersen® Non-Reinforced Mullion
Joining basic Woodwright® units to form 
multiple units or picture window 
combinations without vertical support 
between units. Adequate headers must 
be provided. Joining parts are furnished 
when specified.

2" (51)
(Ref.)

JambJamb

Vertical Support by Others

Unit Dim. Width Unit Dim. Width Unit Dim. Width Unit Dim. Width

Jamb Jamb

1 ⁄ 8" (3)
(Ref.)

Separate Rough Openings
To meet structural requirements or to 
achieve a wider mull appearance, you can 
install units into separate rough openings 
using vertical supports (supplied by others) 
in combination with Andersen® exterior 
filler and vinyl trim.

Andersen®
Filler and 
Vinyl Trim
(Optional)

Rough opening dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items. See page 13 for more details.

CAUTION:  In masonry wall construction, provide a minimum of 1 ⁄ 2" clearance from the top of the brick or masonry to the bottom of any portion of the sill. Failure to do so could result in product damage. 

Fill the void with closed cell foam backer rod and sealant. Be sure to allow for dimensional change of framework.

Light-colored areas are Andersen® parts included with the unit. Dark-colored areas are additional Andersen parts required to complete unit assembly as shown and must be specifically ordered. 

Proper installation and maintenance of Andersen products is essential to attain optimum performance and operation. Written installation instructions which provide guidelines for proper installation are typically provided 
with Andersen products. They are also available from your local Andersen supplier or by visiting andersenwindows.com. Remember that every installation is different, and Andersen strongly recommends consultation with 
the local supplier or an experienced contractor, architect or structural engineer prior to the installation of any Andersen product. The method of attachment for Andersen products, fastener selection and code compliance is 
the responsibility of the architect, building owner, contractor, installer and/or consumer. For complete installation details, refer to “Product Installation Details” at andersenwindows.com or contact your Andersen supplier.

2 x 6 Wood Framing

Andersen® 
Extension 
Jamb
(Optional)

Head

Jamb

Sill
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*1 ⁄ 2" (13) minimum to accommodate differential 
shrinkage/expansion when brick is used with wood framing.

 1 ⁄ 2" (13)*
Minimum

Andersen® Drywall 
Return Bead
(Optional)

Brick Veneer / 2 x 6 Wood Framing

Transom Joining Formula

Overall Unit Dimension Height =
Sum of individual unit dimension heights. 

Overall Rough Opening Height = 
Add 1 ⁄16" (2) to unit dimension heights.

2 5 ⁄ 8"
(67)

1 ⁄16"
(2)

Woodwright® Transom (WTR) Sill

Woodwright Double-Hung Window Head
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1 ⁄16"
(2)

2 9 ⁄16"
(65)
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