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Custom-size minimum and maximum dimensions for 400 & 200 Series windows and patio doors.
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Andersen® Window & Patio Door 
Custom-Size Minimums & Maximums

For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.

For the most up-to-date version of this document go to www.andersenwindows.com. Custom-size minimum 

and maximum size ranges for windows and doors with Stormwatch® Protection are not included in this publication. 

Contact your Andersen supplier for more information.



CUSTOM-Size MINIMUMS & Maximums AVAILABLE IN 1/8" INCREMENTS

For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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CUSTOM WIDTHS
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CUSTOM WIDTHS

CU
ST
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CUSTOM WIDTHS

CU
ST
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 H

EI
G

H
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24 1 ⁄8"  to  48"

48"

to

17"

48 1 ⁄8"  to  71 7⁄8"

35 7⁄8"

to

17"

Windows wider than 
59 7⁄8" and taller 
than 31 1 ⁄2" must be 
stationary only.

36"  to  59 7⁄8"

71 7⁄8"

to

36"

60"  to  71 7⁄8"

59 7⁄8"

to

36"

Andersen® 400 Series
Casement Windows

Andersen 400 Series 
Awning Windows

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

17"  to  35 7⁄8"

71 7⁄8"

to

24 1 ⁄8"

Casement/Awning Windows

STATIONARY & VENTING

STATIONARY & VENTING

Andersen 400 Series 
Woodwright® 
Double-Hung 
Full-Frame Windows

EQUAL SASH

Andersen 400 Series 
Woodwright 
Double-Hung 
Full-Frame Windows

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

16 1 ⁄2"  to  45 5 ⁄8"

76 7⁄8"

to

36 7⁄8"

Cottage Reverse Cottage

CUSTOM WIDTHS

CU
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H
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16 1 ⁄2"  to  45 5 ⁄8"

76 7⁄8"

to

32"

Double-Hung Windows

COTTAGE & REVERSE 
COTTAGE SASH



For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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Double-Hung Windows (continued)

CUSTOM WIDTHS

CU
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14°8° (sill angle)0°

90 5 ⁄8"

to

35 3 ⁄8"

91 1 ⁄8"

to

35 3 ⁄4"

90 3 ⁄4"

to

36 3 ⁄8"

21 1 ⁄4"  to  44 7⁄8"

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

14°8° (sill angle)0°

77"

to

26 3 ⁄4"

77 1 ⁄2"

to

27 1 ⁄4"

78"

to

27 3 ⁄4"

16 1 ⁄2"  to  45 5 ⁄8"

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
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14°8° Cottage Reverse Cottage(sill angle)0°

67"

to

30 3 ⁄4"

67 1 ⁄2"

to

31 1 ⁄4"

68"

to

31 3 ⁄4"

16 1 ⁄2"  to  45 5 ⁄8"

Andersen® 400 Series 
Woodwright® 
Double-Hung Insert 
Windows

EQUAL SASH

Andersen 400 Series 
Woodwright 
Double-Hung Insert 
Windows

COTTAGE & REVERSE 
COTTAGE SASH

Andersen 400 Series 
Tilt-Wash
Double-Hung Insert 
Windows

EQUAL SASH

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

14°8° (sill angle)0° Cottage Reverse Cottage

76 3 ⁄4"

to

42 1 ⁄4"

77 1 ⁄4"

to

42 3 ⁄4"

77 3 ⁄4"

to

43 3 ⁄8"

21 1 ⁄4"  to  44 7⁄8"

Andersen 400 Series 
Tilt-Wash
Double-Hung Insert 
Windows

COTTAGE & REVERSE 
COTTAGE SASH



CUSTOM-Size MINIMUMS & Maximums AVAILABLE IN 1/8" INCREMENTS

For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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Andersen 400 Series 
Casement/Awning 
Picture Windows
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CU
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24 1 ⁄8"  to  48"

48"

to

17"

48 1 ⁄8"  to  71 7⁄8"

35 7⁄8"

to

17"

Windows wider than 
59 7⁄8" and taller 
than 31 1 ⁄2" must be 
stationary only.

36"  to  59 7⁄8"

71 7⁄8"

to

36"

60"  to  71 7⁄8"

59 7⁄8"

to

36"

Picture Windows

CUSTOM WIDTHS
CU

ST
OM

 H
EI

G
H

TS

12"  to  67 1 ⁄4"

76 7⁄8"

to

14 1 ⁄2"

Andersen® 400 Series 
Woodwright®  
Picture Full-Frame 
Windows

Andersen 400 Series 
Woodwright Picture 
Insert Windows

CUSTOM WIDTHS

14°8° (sill angle)0°

CU
ST

OM
 H

EI
G

H
TS

77"

to

11 1 ⁄2"

77 1 ⁄2"

to

12"

78"

to

12 1 ⁄2"

11 1 ⁄2"  to  78"

Height plus width must be 28" or more.

Either height or width 
must be 68" or less.

Andersen 400 Series 
Tilt-Wash Picture 
Insert Windows

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

14°8° (sill angle)0°

77"

to

11 1 ⁄2"

77 1 ⁄2"

to

12"

78"

to

12 1 ⁄2"

Height plus width must be 28" or more.

Either height or width 
must be 68" or less.

11 1 ⁄2"  to  78"



For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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Andersen® 400 Series 
Casement/Awning 
Transom Windows

CUSTOM WIDTHS

17"  to  84 5 ⁄8"

12"
height
only

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

11 1 ⁄2"  to  78"

Height plus width must be 28" or more.

Either height or width 
must be 68" or less.78"

to

11 1 ⁄2"

Andersen 400 Series 
Tilt-Wash Transom 
Insert Windows

CUSTOM WIDTHS
CU

ST
OM

 H
EI

G
H

TS

12"  to  75 3 ⁄8"

39 3 ⁄8"

to

12"

Andersen 400 Series 
Woodwright® Transom 
Full-Frame Windows

Andersen 400 Series 
Woodwright Transom 
Insert Windows

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

11 1 ⁄2"  to  78"

Height plus width must be 28" or more.

Either height or width 
must be 68" or less.78"

to

11 1 ⁄2"

Transom Windows



CUSTOM-Size MINIMUMS & Maximums AVAILABLE IN 1/8" INCREMENTS

For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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2-Panel 

ANDERSEN 400 SERIES
FRENCHWOOD GLIDING PATIO 
DOORS

ANDERSEN 200 SERIES
NARROLINE & PERMA-SHIELD 

GLIDING PATIO DOORS

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

55 1 ⁄4"  to  95 1 ⁄4"

95 1 ⁄2"

to

78"

59 1 ⁄4"  to  96" Perma-Shield® Patio Doors Only

ANDERSEN® 400 SERIES
FRENCHWOOD® GLIDING PATIO 
DOORS

ANDERSEN 200 SERIES
NARROLINE® & PERMA-SHIELD® 

GLIDING PATIO DOORS

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

Perma-Shield® Patio Doors Only

30"  to  50"

95 1 ⁄2"

to

78"

26"  to  50 3 ⁄8"

Gliding Patio Doors

Single Stationary 
Panel

4-Panel

ANDERSEN 400 SERIES
FRENCHWOOD GLIDING 
PATIO DOORS

ANDERSEN 200 SERIES
NARROLINE GLIDING PATIO 
DOORS

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

117"  to  189"

95 1 ⁄2"

to

78"



For information on clear opening dimensions, visit www.andersenwindows.com\clearopening.
For the most up-to-date version of this document go to www.andersenwindows.com.
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Single Panel & 
Single Stationary 
Panel

ANDERSEN® 400 SERIES 
FRENCHWOOD® INSWING & 
OUTSWING PATIO DOORS

2-Panel

CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

Two Opening Panels Only

59 1 ⁄4"  to  74 1 ⁄4"

95 1 ⁄2"

to

78"

48"  to  74 1 ⁄4"

CUSTOM WIDTHS

CU
ST

OM
 H
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G

H
TS

Stationary Only

30 1 ⁄8"  to  38 1 ⁄8"

95 1 ⁄2"

to

78"

24 1 ⁄2"  to  38 1 ⁄8"

ANDERSEN 400 SERIES 
FRENCHWOOD INSWING & 
OUTSWING PATIO DOORS

Hinged Patio Doors

3-Panel

ANDERSEN 400 SERIES 
FRENCHWOOD INSWING 
PATIO DOORS CUSTOM WIDTHS

CU
ST

OM
 H

EI
G

H
TS

Stationary Only

95 1 ⁄8"  to  107 1 ⁄8"

95 1 ⁄2"

to

78"

77 3 ⁄8"  to  107 1 ⁄8"
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