30° Angle Bay Windows

Low maintenance

Easy to open and close
Slim frame and sash profile maximize the field of view
Optional head and seat boards
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Dimensional Reference - 30°

30° Angle Bay with Head and Seat Boards (projecting installation)

Interior View

All Andersen® 30° angle bay flanking units have a 2' 0-1/8" (613)

unit dimension width as a standard (C units). Other widths may be
substituted for flanking units as noted on the chart above, however,
Andersen does not supply precut head and seat boards or plywood
platforms for them. Blank (uncut) head and seatboards and platform
boards are available from Andersen in the following sizes: 2' x 8', 2'

x 10', and 2' x 12", By interchanging center and flanking units, other
combinations are possible. Contact your Andersen supplier for availability.

30° Bay Dimensions with alternate flanker units

CR unit'  CN unit* C unit CW unit'  CX unit!
Dim. A 0'8-7/8" 0'10-5/8" 1'0-7/16" 1'2-9/16" 1'4-1/4"
(225mm)  (270mm) (316mm)  (370mm) (413mm)
Dim. B 1'3-9/16" 1'6-5/8" 1'9-3/4" 2'1-7/16" 2'4-1/8"
(395mm)  (473mm) (552mm) (646mm) (715mm)

CXW unit*
1'6-5/16"
(465mm)
2! 8"
(813mm)

1 CR,CN, CW, CX and CXW are special order units. C units are standard. Other custom unit sizes are available.

Contact your Andersen® representative for more information.

NOTE: Remember that each cable within the cable support system can support a maximum load of 500 pounds.

If the section of the window unit requiring support exceeds 500 pounds, additional support is necessary.
NOTE: The drawing below shows the dimensional reference points.

A WARNING

Installation of custom bow and bay units B

having a projection greater than 24 inches
require the expertise of a structural engineer

to determine needed structural support. Pre-cut Platforms

1/4" ‘

Max. Width of Andersen®

(6)

Failure to use sufficient structural support
could result in personal injury or damage to
windows or other property.

Line of platforms

Andersen®
cable support

Backer rod and sealing tape
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— Installation
flange below

Backer rod and sealant j

b

1/4" (6) 3/8"(10)

‘ 3/4" (19)

1-1/2" (38) plus unit
dimension of center unit

Unit Rough Opening

7/16" (11)

Bay Dimension

Formulas:

Rough Opening = Dimension B + 1-1/2" (38mm)
Bay Dimension = Rough Opening + 13/16" (5mm)
Projection = Dimension A + 1-5/16" (33mm)
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ﬁr}oq”?rnsgﬁa- Casement 30° Angle Bay Windows

Dimensional Reference - 30°

30° Angle Bay without Head and Seat Boards (walk-out installation)

30° Bay Dimensions with alternate flanker units
CRunit!  CNunit't  C unit CW unit! CX unit'  CXW unit!

Dim. A 0'9" 0'10-3/4" 1'0-9/16" 1'2-11/16" 1'4-3/8" 1'6-7/16"
(229mm) (273mm) (319mm)  (373mm)  (416mm) (468mm)

Dim. B 1'3-9/16" 1'6-5/8" 1'9-3/4" 2'1-7/16" 2'4-1/8" 2'8"
(395mm) (473mm) (552mm) (646mm)  (715mm) (813mm)

1 CR,CN, CW, CX and CXW are special order units. C units are standard.

NOTE: The drawing below shows the dimensional reference points.

Interior View

All Andersen® 30° angle bay flanking units have a 2' 0-1/8" (613)
unit dimension width as a standard (C units). Other widths may

be substituted for flanking units as noted on the chart above. By
interchanging center and flanking units, other combinations are
possible. Contact your Andersen supplier for availability.

<<
7/32" (6)
B

i N =~
2 ; 7
5 1/4" (6)
[= W N

: DY/ = R e = (.

2 ) N Installation

52 flange below

Backer rod and sealant J
++ 7/32" (6) 3/8"(10) ¢ 3/4"(19)
1-1/2" (38) plus unit
B dimension of center unit
7/16" (1) Rough Opening (size table)
Bay Dimension

Formulas:

Rough Opening = Dimension B + 1-1/2" (38mm) + Overall Unit Dimension of Center Unit + Dimension B
Bay Dimension = Rough Opening + 7/8" (22mm)
Projection = Dimension A + 1-5/16" (33mm)
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ﬁr}g,grbsgﬂ@- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit
30° Angle Bay with Head and Seat Boards

Scale 3" = 1'-0" (1:4)

Andersen®
platform board

Andersen®
auxiliary
casing j‘

Shim
under header

— Rigid insulation
by others

Optional Andersen®
clear oak/pine veneer

head & seat board

Andersen®
platform board

1/2" (13) =
3/4" (19)
@ =——x — = —— ]
- |
5 .
5 2 3
2 s z
& g = |
S £ =
s = 2
a = (&)
-4 g %
3 8
— —7]
3/4" (19) A '
Optional
Andersen®
vinyl trim board
=l sill ‘— Optional Andersen®
vinyl laminated board N
Vertical Section
Spaced Head and Seat Board Installation
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ﬁr}oq”?rnsgﬁa- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit
30° Angle Bay with Head and Seat Boards

Scale 3" =1'-0" (1:4)

y Andersen®
Andersen® platform board
auxiliary
casing \
1/2" (13) ~—
3/4" (19) X Shim under header
» £ = Optional Andersen®
5 £ 0 / head & seat board inside trim
= [}
[ b= T
T K= =
2 g 5 3
3 E 5 Head / Optional Andersen®
e = § N clear oak/pine veneer
o > & head & seat board
3 =
< g ©
S 2
[CIL =
DO = — B
3/4" (19) m .
Optional \'
Andersen” Andersen®
vinyl trim board platform board
I sill ‘—— Optional Andersen®
vinyl laminated board

Vertical Section
Joined Head and Seat Board Installation
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ﬁr}g,grbsgﬂ@- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit with Center Picture Unit

30° Angle Bay with Head and Seat Boards

Scale 3" =1'-0" (1:4)

Andersen®
platform board
Andersen®
auxiliary
casing : Shim
\ / under header
o]
1/2" (13)
72
3/4" (19)
]
= Rigid insulation
) =
% 3 = by others
el s :
2 5 s 0
g £ =S i °
g s g Head Optional Andersen
2 = “Eui /1/ clear oak/pine veneer
D = & head & seat board
& g k)
£ 2
3/4" (19)

Optional j‘ ‘ AN

Andersen® Andersen®
vinyl trim board platform board

O]

Optional Andersen®
vinyl laminated board /l/

Vertical Section
Spaced Head and Seat Board Installation
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ﬁr}oq”?rnsgﬁa- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit with Center Picture Unit

30° Angle Bay with Head and Seat Boards

Scale 3" =1'-0" (1:4)

4
Andersen®
) platform board
Andersen®
auxiliary :
casing ‘\

172" (13) 2 2 > ) ] shim
3/4"(19) A under header
I = ———— ——— — — =— :ﬁ/ /
—
Ea = Optional Andersen®
) 2 2 head & seat board inside trim
gl s =
¥ 2 5 Y
] -g g Head Optional Andersen®
2 = § /l/ clear oak/pine venee
= > < head & seat board
<) = ©
-4 § %
S P
|
| == =——— ——— =11
3/4" (19) mmd :

Optional -
Andersen® AN ' °
vinyl trim board L ﬁ{:::orrs;nboard
_ :
— Sill \— Optional Andersen® 7 -

vinyl laminated board

Vertical Section
Joined Head and Seat Board Installation
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ﬁr}g,grbsgﬂ@- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit
30° Angle Bay with Head and Seat Boards (projecting installation)

Scale 3" =1'-0" (1:4)

Modified trim-out Standard trim-out Standard Trim-out

] \ T \ —
o . e
| I ' 3 1/4" (6)
I 2 x 4 continuous blocking 2
2
= Je { 2
l Continuous wood filler block ——— 1 " “’%
= | [}
=18 B 1 ; : b
Optional Andersen” ! N
_| U l U l l u l u - extension jamb adaptor | \
|
| GArA
30 blocking 2 x 4 continuous blocking Interior casing available: !
e Casement to Casement \
A (1-1/8"to 1-1/8")
Interior View ® Casement to Sashless Picture D

(1-1/8"to 1-1/8")
® Sashless Picture to Sashless Picture
(1-1/8"to 1-1/8")

Line of platforms

Picture Unit
Bay Dimension

I
I
I
I
I
|
|
Installation flange below |
|
|
0
0
0
I
I

Andersen® cable support

Head & seat board trim

Wood trim by others

30 blocking

Modified Trim-out
1-5/16"
A (33)

Horizontal Section
Shown with Standard and Modified Trim Options
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ﬁr}oqgrnsgﬁa- Casement 30° Angle Bay Windows

Basic Unit Details - 30° Basic Unit

30° Angle Bay without Head and Seat Boards (walk-out installation)
Scale 3" =1'-0" (1:4)

Andersen® \J\ I
auliary casing / Plywood Optional Andersen®
1/2" (13) / by others auxiliary casing
x5 ©
= 7/16" (11)
b
\ 7/32" (6)
— Optional 2
= Andersen” %
=0 : 72
= D §,, extension < %
S| = o jamb N %
2| s =z ‘%
z 2] g \
= = @
3 E S Head \
o = g \\
9 S| &
g3 ¢
S| & =
A\
Interior casing available:
® Casement to Casement n
o (1-1/8" to 1-1/8")
S4 > ® Casement to Sashless Picture
Calk=) (1-1/8" to 1-1/8")
e Sashless Picture to Sashless Picture
(1-1/8"to0 1-1/8")
= S
1 ) : 3
sill Installation flange below £ E
g 2
. . o 3
Vertical Section
Shown with Spaced Extension Jambs
Andersen® N
auxiliary casing Plywood Head & seat board trim
by oth
12" (13) \ / y others
B)
S~
o T
N
— Optional Andersen®
= extension jamb
= with tongue removed
| 5 =
® T| 3§
2] 8 z Optional Andersen®
2| 5 5 /) head and seat
§_ g 5 Head board trim
o = £
& 5| 2 $ ’
= s 8
2| g °©
s &
,E, O
[ —
[
L] ~
= = -
2 3 =
1-5/16"
A (33)
4%
Sill

Vertical Section Horizontal Section

Shown with Joined Extension Jambs
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ﬁr}oqn,grbsgﬂ@- Casement 30° Angle Bay Windows

Options / Accessories - 30°

Extension Jambs - 30° Angle Bay with Head and Seat Boards

. 3-9/32" (83
Scale 3" = 1'-0" (1:4) 5/32" (4) H /32" (83) Optional Andersen®
/ extension jamb adaptor
The extension jamb adaptor accepts — =7
® P T —%1/8"(3)
standard Andersen® extension jambs.These | \—o ™7 gl
may be modified to accommodate most wall s = =  11/16" ==
thicknesses. 6-9/16" extension jambs are = o
predrilled for easy application. N = B | L /A I
> ® =
See the dimensional reference details for < Q 9
trim out options. 8 iy i Face:
= 8 g0 1-23/32" (44)
w o
——
7-1/8" 6-9/16" 4—9(/16“ Wall &N _
wall Wall nom.) ©
B
o
/
/
N T =
% Ofb\
WM
1-3/8"
(35)
Rough Opening Width
Bay Dimension

Horizontal Section

Extension Jambs - 30° Angle Bay without Head and Seat Boards
Scale 3" =1'-0" (1:4)

Extension jambs are available for 4-9/16" (116), 5-1/4"
(133),6-9/16" (167) or 7-1/8"(181) wall thickness. Other

wall dimensions can be accommodated with extension jamb
modification.

6-9/16" extension jambs are predrilled for easy application.
See the dimensional reference details for trim out options.

Horizontal Section
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ﬁr}oqgrnsgﬁa- Casement 30° Angle Bay Windows

Options / Accessories - 30°

Andersen’ Cable Support System

~ <~ Cable with
c threaded rod

NOTE: A maximum load of 500 pounds per cable is allowed.

Knee Brace by others
When adequate fastening cannot be achieved through headers or soffit, use knee
brace or support below each mullion post.

Anchor knee brace into a structural member as shown, or install double cripple
below unit and secure braces into them.

When a special roof or bonnet is built over unit, make sure adequate support is
provided to make the roof self supporting.

Optional %

Andersen®
vinyl trim board

T

REV.03/05

ARCHITECTURAL DETAIL

Cable clamp

Andersen®
cable support

15 minimum

2

Optional Andersen®
vinyl laminated board

Vertical Section

Andersen® cable support

Steel angle
or channel

Exterior View

|

Wood support

T T
5'-5" (1651) \
Support

Angle bay units having a center sash (or combinations of sash) of
5’- 5” or greater will require a steel angle, channel, or wood support
member. Support member spans the center sash at bottom of sill.
Drill 3/8" diameter holes at each end of support for cables.

FI1LE
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ﬁr}oqn,grbsgﬂ@- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Wood Siding / 2 x 4 Wood Frame
Scale 1-1/2" = 1'-0" (1:8)

Modified Trim-out Standard Trim-out

Horizontal Section
Unit with Head and Seat Board (projecting installation)

Importance of Proper Installation
Andersen® Proper installation and maintenance of Andersen® products
platform board are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

Optional Andersen®
vinyl trim board

Flashing by others

Andersen® Optional Andersen® ) . .
auxilary casing clear oak/pine veneer for proper installation are available for Andersen products
head & seat board from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting
34" (19) ? 1-1/4" (32) our website at www.andersenwindows.com. Remember that
= 1 - every installation is different. Andersen strongly recommends
5 2%0 Optional Andersen® Shim §° £ consultation with an Andersen product representative and with
2| & - head & seat under header b % an experienced contractor, architect, or structural engineer
°g° é § i) board ms'dae tim 5 ‘é" prior to the installation of any Andersen product. Installation of
§ a § % [ é § Andersen products, including method of attachment, fastener
% 5 25 2 5 selection, and code compliance is the sole responsibility of the
2 2| 8 S E ) o
= = @ 2 ] architect, building owner, contractor, and/or consumer.
o ©
o m .
3/4" (19) T — Construction by Others

3/4" (19) Andersen Corporation is not responsible for the design

.v

Optional Andersen® of, conditions in, or performance of, adjacent wall or roof
vinyl trim board \ construction beyond the perimeter of the Andersen units.
Paint or seal Andersen” Proper integration of the Andersen units with the weather-

exposed wood platform board

portion of casing

repellent system of the building is the responsibility of others.

Back of flange

1-5/16" (33) —

Optional Andersen®
Projection vinyl laminated board

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the

B . proper width of sealant joint around the perimeter of the window.
Vertical Section

Unit with Joined Head and Seat Board (projecting installation) NOTE: Leave adequate clearance between sill and masonry for caulking

and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.

4-12 ARCHITECTURAL DETAIL FILE REV.03/05
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Suggested Product Applications - 30°

Wall Types - Wood Siding / 2 x 4 Wood Frame
Scale 1-1/2" = 1'-0" (1:8)

Optional Andersen®
vinyl trim board

Flashing by others

Andersen®
auxiliary casing

1/2"

3/4" (19) |

g -

- D =)
w® T D
2 5 =
(%2} [=

z 5 >
s =
2 a g
o = 5
@ S 2
3| = e
= g 2
o [=4]

3/4" (19)1

.

(13) |1

Horizontal Section
Unit without Head and Seat Board (walk-out installation)

Optional
Andersen®
extension
jamb

Trim Andersen® platforms
or apply 3/4" (19)
plywood gusset, to be
specified by designer

Head

N

Optional Andersen®
auxiliary casing

Unit without Head and Seat Board (walk-out installation)
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\‘ Casement 30° Angle Bay Windows

Importance of Proper Installation

Proper installation and maintenance of Andersen® products
are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

for proper installation are available for Andersen products
from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that
every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
an experienced contractor, architect, or structural engineer
prior to the installation of any Andersen product. Installation of
Andersen products, including method of attachment, fastener
selection, and code compliance is the sole responsibility of the
architect, building owner, contractor, and/or consumer.

Construction by Others

Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.

4-13
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Suggested Product Applications - 30°

Wall Types - Wood Siding with Casing / 2 x 6 Wood Frame

Scale 1-1/2" =

Optional Andersen®
vinyl trim board

1'-0" (1:8)

30 blocking

Horizontal Section

Unit with Head and Seat Board (projecting installation)

Andersen®
platform board

Rigid insulation
by others

Flashing by others Shim
—
Andersen® under header
auxiliary casing
1/2" (13 n
3/4"(19) § | ) § 3-1/4" (32)
- 7] —t
E
=] X -
S £ i £
2| s = £ T
2 = = -
a0 [ D = = Py
£ 5 ES I V = £
| E 3@ Head = g
S| & 8= 4 - 1 — 5] =3
| E o = +— Optional Andersen £ o
2 > 2= clear oak/pine veneer 3 D)
el B @ head & seat board e S
< =t——p—x 3
S /] o
3/4" (19) t— % —
P 374" (19)
Optional Andersen®
vinyl trim board
Paint or seal Alﬂfiferseﬂz |
exposed wood platform boar
portion of casing ¥
" Back of flange . .
1-5/16" (33) — — g Optional Andersen
Projection vinyl laminated board

Vertical Section

Unit with Spaced Head and Seat Board (projecting installation)

4-14
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Importance of Proper Installation

Proper installation and maintenance of Andersen® products
are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

for proper installation are available for Andersen products
from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that
every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
an experienced contractor, architect, or structural engineer
prior to the installation of any Andersen product. Installation of
Andersen products, including method of attachment, fastener
selection, and code compliance is the sole responsibility of the
architect, building owner, contractor, and/or consumer.

Construction by Others

Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.

FI1LE REV.03/05
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Suggested Product Applications - 30°

Wall Types - Wood Siding with Casing / 2 x 6 Wood Frame

Scale 1-1/2" = 1'-0" (1:8)

Optional Andersen®
vinyl trim board

Flashing by others

Horizontal Section
Unit without Head and Seat Board (walk-out installation)

Andersen®
auxiliary casing
1/2"
(13)
3/4"(19)]__ ] 1 ,,,,,,,,,,,,,,,,,,,,,,,,,
» gﬂ = Optional Trim Andersen® platforms
El =2 ¥ Andersen® or apply 3/4" (19)
k] s = extension plywood gusset, to be
w0 ] g jambs N specified by designer
£ < - (N
3 E é Head f N
o = 5 N
® S Q
3| = S
g % 3
S & \
3/4" (19T — -

auxiliary casing

Unit without Head and Seat Board (walk-out installation)

REV.03/05
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Importance of Proper Installation

Proper installation and maintenance of Andersen® products
are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

for proper installation are available for Andersen products
from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that
every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
an experienced contractor, architect, or structural engineer
prior to the installation of any Andersen product. Installation of
Andersen products, including method of attachment, fastener
selection, and code compliance is the sole responsibility of the
architect, building owner, contractor, and/or consumer.

Construction by Others

Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.

4-15
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ﬁr}oqn,grbsgﬂ@- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Brick Veneer with 1" Insulation Board / 2 x 4 Wood Frame
Scale 1-1/2" = 1'-0" (1:8)

Modified Trim-out Standard Trim-out

30 blocking
DY

Horizontal Section
Unit with Head and Seat Board (projecting installation)

Importance of Proper Installation
Optional Andersen® Proper installation and maintenance of Andersen® products
vinyl trim board e . . .

are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

Flashing by others

Andersen” /\ . for proper installation are available for Andersen products
auxiliary casing = ’;lna‘:%f;”board from your local Andersen supplier or by writing to: Andersen
L = Windows, Inc., Box 12, Bayport, MN 55003 or by visiting
= —3 our website at www.andersenwindows.com. Remember that
374 (19) , 1-1/4" (32) . S
- R —= j every installation is different. Andersen strongly recommends
= ?—f = - consultation with an Andersen product representative and with
b f =) =
2 = Shim 2 2 an experienced contractor, architect, or structural engineer
2| s = under header z T . . . ;
» g g N = o prior to the installation of any Andersen product. Installation of
] £ ] Head Rigid Optional Andersen® £ g Andersen products, including method of attachment, fastener
gn = e E Esuﬁtion \Clle?]aere?ak/p'”e a ° selection, and code compliance is the sole responsibility of the
> 1%} = . P
§ = o y others head & seat board by 03: architect, building owner, contractor, and/or consumer.
5] @
S e 1 H = Construction by Others
/4" (19) T i - ) ’
i % Andersen Corporation is not responsible for the design
3/4" (19) . . .
i . of, conditions in, or performance of, adjacent wall or roof
\(,)iﬁ;'ft?ﬁ:] %%i?&sen construction beyond the perimeter of the Andersen units.
e ] = Andersen® Proper integration of the Andersen units with the weather-
) = platform board repellent system of the building is the responsibility of others.
Paint or seal =
exposed wood =
portion of casing v ] =
+ . R NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
1-5/16" (33) —1 Back ?f flénge \(,Jiﬁ;llolg?:liﬁgg:fggard E.L.ES. manufacturer for installation instructions, including the use of
Projection appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.
Vertical Section NOTE: Leave adequate clearance between sill and masonry for caulking
. . . . . . d di jonal ch f f k. Installation fl b d
Unit with Spaced Head and Seat Board (projecting installation) and dimensional change of ramework. Installation flange may be remove

where construction sequence/ detailing requires no flange.
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ﬁr}oqgrnsgﬁa- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Brick Veneer with 1" Insulation Board / 2 x 4 Wood Frame

Scale 1-1/2" = 1'-0" (1:8)

Optional Andersen®
vinyl trim board

Horizontal Section
Unit without Head and Seat Board (walk-out installation)

Flashing by others
Andersen® b +
auxiliary casing
172"
(13)
3/4" (19) | S
- §° = Optional Trim Andersen® platforms
S T 2 Andersen® or apply 3/4" (19)
K] S = extension plywood gusset, to be
w| 2 £ jamb specified by designer
£ g 3 :
[ = > N
S| 2 £ 3
8 5| &
2 S °
3 @
3/4"(19)]  WEEs=——=—= N | [~~~ 777777777
— Stool by others
Vertical Section
Unit without Head and Seat Board (walk-out installation)
REV.03/05 ARCHITECTURAL

DETA

L

Importance of Proper Installation

Proper installation and maintenance of Andersen® products
are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

for proper installation are available for Andersen products
from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that
every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
an experienced contractor, architect, or structural engineer
prior to the installation of any Andersen product. Installation of
Andersen products, including method of attachment, fastener
selection, and code compliance is the sole responsibility of the
architect, building owner, contractor, and/or consumer.

Construction by Others

Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.
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ﬁr}oqn,grbsgﬂ@- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Stucco / 8" Concrete Masonry Unit (CMU)
Scale 1-1/2" = 1'-0" (1:8)

Modified Trim-out

Standard Trim-out

30 blocking

Horizontal Section

mastil

Unit with Head and Seat Board (projecting installation)

Optional Andersen®
vinyl trim board

Flashing by others

Andersen® Optional Andersen®
platform board clear oak/pine veneer
head & seat board
4

Andersen® o, =
auxiliary casing a. =

3/4" (19) | | 1-1/4"(32)
. £ =
g 2 g =
2| 8 - under header = z
22 = y S 2
= GE) > %D Head v / = =
g £ g2 ea _ “Rigid 4 5 g
2l = = insulation % <
%ﬂ 2 ﬁ = by others % ‘éﬂ
3 < ‘B o

g (VN ]
g =
3/4"(19) T % [
o 5 3/4" (19)
Optional Andersen® Y oo ’ =
vinyl trim board N - = Andersen®
== L ° = platform board
Paint or seal NS ) @ =
exposed wood 9 o =
portion of casing - — Optional Andersen®
Back of f 4 vinyl laminated board
1-5/16" (33) — ack of flange
Projection

Vertical Section
Unit with Spaced Head and Seat Board (projecting installation)
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Importance of Proper Installation

Proper installation and maintenance of Andersen® products
are essential if optimum performance is to be fully attained.
Written installation instructions which provide guidelines

for proper installation are available for Andersen products
from your local Andersen supplier or by writing to: Andersen
Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that
every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
an experienced contractor, architect, or structural engineer
prior to the installation of any Andersen product. Installation of
Andersen products, including method of attachment, fastener
selection, and code compliance is the sole responsibility of the
architect, building owner, contractor, and/or consumer.

Construction by Others

Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

NOTE: Where E.I.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.
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ﬁr}oqgrnsgﬁa- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Stucco / 8" Concrete Masonry Unit (CMU)
Scale 1-1/2" = 1'-0" (1:8)

Modified Trim-out Standard Trim-out

v

Horizontal Section
Unit without Head and Seat Board (walk-out installation)

Optional Andersen® Importance of Proper Installation
vinyl trim board Proper installation and maintenance of Andersen® products
Flashing by others \ are essential if optimum performance is to be fully attained.
Andersen” \ » s Written installation instructions which provide guidelines
auxiliary casing for proper installation are available for Andersen products
1/2" from your local Andersen supplier or by writing to: Andersen
(13) Windows, Inc., Box 12, Bayport, MN 55003 or by visiting
34 (19)] ?: 7777777777777777777777777 our website at www.andersenwindows.com. Remember that
Jul every installation is different. Andersen strongly recommends
consultation with an Andersen product representative and with
~ % g Optional Tim Andersen” platforms anl experienFed conFractor, architect, or structural enginee‘zr
® ES D Andersen® or apply 3/4" (19) prior to the installation of any Andersen product. Installation of
EZ:’D % E j‘zxrtﬁgi’” Egeﬁ?f?éj dggfiféfg"ngf Ander§en products, includilng mgthod of attachmen.t, Tgstener
g g z Head AN 3 selection, and code compliance is the sole responsibility of the
§ % ; 3 architect, building owner, contractor, and/or consumer.
HE S Construction by Others
§ § Andersen Corporation is not responsible for the design
of, conditions in, or performance of, adjacent wall or roof
- construction beyond the perimeter of the Andersen units.
3/4"(19) T === | [ T T T T Proper integration of the Andersen units with the weather-
/ - : repellent system of the building is the responsibility of others.
Metal flashing Laene e
by others e N o = N NOTE: Where E.I.ES. wall finish is adjacent to window units, contact

sill E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.
Vertical Section
Unit without Head and Seat Board (walk-out installation) NOTE: Leave adequate clearance between sill and masonry for caulking
and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.
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ﬁr}oqn,grbsgﬂ@- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Brick Veneer / 8" Concrete Masonry Unit (CMU)
Scale 1-1/2" = 1'-0" (1:8)

Modified Trim-out Standard Trim-out

S

=
30 blocking
Horizontal Section
Unit with Head and Seat Board (projecting installation)
Importance of Proper Installation
Proper installation and maintenance of Andersen”
N N products are essential if optimum performance is
® T \
Andersen” : l ] Andersen® to be fully attained. Written installation instructions
auxiliary casing latform board . . o . .
e @ p which provide guidelines for proper installation
1/2" (13) 3 T T Va are available for Andersen products from your
3707 (19) ] = 1-1/4" (32) Ior;al Andersen supplier or by writing to: Andersen
= 7T ﬁ Windows, Inc., Box 12, Bayport, MN 55003 or
o0 = . . .
g 2 Shim % g by visiting our website at wv.vw.andelrsenlwmldows.
2| § = under header T 2 com. Remember that every installation is different.
(%23 — =
%ﬂ é § ® \: 5 %” Andersen strongly recommends consultation with
gx a § % - g § an Andersen product representative and with an
® 5 z S Rigid insulation § S experienced contractor, architect, or structural
> — =
& c @ by others 2 & engineer prior to the installation of any Andersen
3 ) 3 product. Installation of Andersen products, including
3/4" (19) B method of attachment, fastener selection, and code
VAR 3/4" (19) N - :
»AAA‘AA‘[A‘AAA compliance is the sole responsibility of the architect,
Optional 009884080 ) building owner, contractor, and/or consumer.
Andersen® i" %""“ | gp};onal . ¢ /
vinyl trim board LA ) ek /pine Construction by Others
Z‘;g?%’og‘?gd & Andersen Corporation is not responsible for the
Andersen® ootiona design of, COﬂdItIOI’]S.In, or performance.of, adjacent
platform board 4 A== Aﬁdersen@, wall or roof construction beyond the perimeter of the
1-5/16" (33) — Back of flange vinyl laminated Andersen units. Proper integration of the Andersen
Projection board units with the weather-repellent system of the

building is the responsibility of others.

Vertical Section NOTE: Where E.L.ES. wall finish is adjacent to window units,

Unit Wlth Spaced Head and Seat Board (projecting installation) contact E.I.E.S. manufacturer for installation instructions,

4-20

including the use of appropriate flashing, the proper use of
sealant and backer rod, and the proper width of sealant joint
around the perimeter of the window.

NOTE: Leave adequate clearance between sill and masonry

for caulking and dimensional change of framework. Installation
flange may be removed where construction sequence/ detailing
requires no flange.
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ﬁr}oqgrnsgﬁa- Casement 30° Angle Bay Windows

Suggested Product Applications - 30°

Wall Types - Brick Veneer / 8" Concrete Masonry Unit (CMU)
Scale 1-1/2" = 1'-0" (1:8)

Horizontal Section
Unit without Head and Seat Board (walk-out installation)

Importance of Proper Installation

Proper installation and maintenance of Andersen® products

are essential if optimum performance is to be fully attained.

Written installation instructions which provide guidelines

for proper installation are available for Andersen products

from your local Andersen supplier or by writing to: Andersen

Windows, Inc., Box 12, Bayport, MN 55003 or by visiting

our website at www.andersenwindows.com. Remember that

every installation is different. Andersen strongly recommends

consultation with an Andersen product representative and with

Head | - an experienced contractor, architect, or structural engineer

- - prior to the installation of any Andersen product. Installation of
) N Andersen products, including method of attachment, fastener

Trim Andersen® platforms K . R oo

or apply 3/4" (19) selection, and code compliance is the sole responsibility of the

plywood gusset, to be architect, building owner, contractor, and/or consumer.
specified by designer 7

Andersen® \
auxiliary casing

1/2"
(13)

3/4" (19) | ))

Rigid insulation
by others

Andersen® platform

Rough Opening Height

Overall Unit Dimension Height
Basic Casement Unit Height

Construction by Others
3/4"(1t 1J- - -~~~ TTTTo Andersen Corporation is not responsible for the design

of, conditions in, or performance of, adjacent wall or roof
construction beyond the perimeter of the Andersen units.
Proper integration of the Andersen units with the weather-
repellent system of the building is the responsibility of others.

3 NOTE: Where E.L.ES. wall finish is adjacent to window units, contact
E.I.ES. manufacturer for installation instructions, including the use of
appropriate flashing, the proper use of sealant and backer rod, and the
proper width of sealant joint around the perimeter of the window.

Vertical Section

Unit without Head and Seat Board (Walk_OUt |nstallat|0n) NOTE: Leave adequate clearance between sill and masonry for caulking

and dimensional change of framework. Installation flange may be removed
where construction sequence/ detailing requires no flange.
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