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Casement Windows
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Casement
Handing Options

Left Right Stat.

Casement (CMT)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
      Meet Clear Opening width of 20" (508) when using optional egress hardware.
   A sash limiting device is standard on these units.
      A piano hinge and sash limiting device is standard on these units.
*
**

*

* **

****
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Casement Picture & Transom Windows
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Casement Picture (CMP)

Casement Transom (CT)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
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French Casement Windows
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French Casement (FCMT)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
   Meet or exceed clear opening area of 5.7 sq. ft. or 0.53 m², clear opening width of 20" (508) & clear opening height of 24" (610).
A piano hinge and step jamb is standard on all French Casement Windows.

French Casement
Handing Options

Left sash
opens first
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Awning Windows
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Awning (AWN)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.

Awning
Handing Options

Venting Stat.
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