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Rough Opening

Unit

Dimensio
n

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.

Handing Options
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ADA Unit Sizes
See page 4

SL1

SL1M1 SL1M2

SL1R1 SL1R2SL2

SL2M1 SL2M2

Panel Options

CSL2 CSL2M1 CSL2M2 CSL2M3

2'
-1

1"
(8

89
)

3'
-3

"
(9

91
)

1'
-1

11
4"

(5
91

)
2'

-1
1"

(8
89

)
2'

-1
1"

(8
89

)

2'
-1

1"
(8

89
)

1'
-1

11
4"

(5
91

)

1'
-1

11
4"

(5
91

)
1'

-1
11

4"
(5

91
)

Mid-rail location shown
See section details for stile & rail sizes
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Outswing Hinged Patio Door Sash-Set Transom (HPOST)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
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Unit

Dimensio
n

ST1 ST2 ST3 ST4

CT1 CT3 CT4

See section details for stile & rail sizes
Panel Options
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Outswing Door Transoms

Outswing Hinged Patio Door Sash-Set Transom
(HPOST)

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.

CPage 03 of 04File: ElevationsE-SeriesAC Outswing Sidelights & Transoms
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ST1 ST2 ST3 ST4

CT1 CT3 CT4

See section details for stile & rail sizes
Panel Options
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Rough Opening

Unit

Dimensio
n

"Unit Dimension" always refers to outside frame to frame dimension.
"Rough Opening" dimensions may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
Dimensions in parentheses are in millimeters.
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