Frenchwood® Hinged Inswing Patio Door Details — 6 9/16” Jamb Width

• 6 9/16” jamb width measurement is from backside of installation flange.
• Light-colored areas are parts included with door. Dark-colored areas are additional Andersen® parts required to complete door assembly as shown.
• Dimensions in parentheses are in millimeters.
• Rough openings may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.
Frenchwood® Hinged Inswing Patio Door Details — 6 9/16” Jamb Width

Horizontal Section — Two Panel Passive (APLR)
Hinged Insect Screen with Jalousie (APLR/HUR)

Horizontal Section — Three Panel Stationary (SASL)
Gliding (Top-Hung or Roller) Insect Screen (SASL/SASR/ASSL/ASSR/SSAL/SSAR/SSS)

Frenchwood® Hinged Inswing Patio Door Details — 4 9/16” Jamb Width

Horizontal Section — Single Panel Stationary (S)

Horizontal Section — Single Panel Active (AR)
Hinged Insect Screen — AL/AR

• 4 9/16” and 6 9/16” jamb width measurement is from backside of installation flange.
• Light-colored areas are parts included with door. Dark-colored areas are additional Andersen® parts required to complete door assembly as shown.
• Dimensions in parentheses are in millimeters.
• Rough openings may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.

Frenchwood® Hinged Inswing Patio Door Details — 6 9/16” Jamb Width

Horizontal Section — Two Panel Passive (APLR)
Hinged Insect Screen with Jalousie (APLR/HUR)

Horizontal Section — Three Panel Stationary (SASL)
Gliding (Top-Hung or Roller) Insect Screen (SASL/SASR/ASSL/ASSR/SSAL/SSAR/SSS)

Frenchwood® Hinged Inswing Patio Door Details — 4 9/16” Jamb Width

Horizontal Section — Single Panel Stationary (S)

Horizontal Section — Single Panel Active (AR)
Hinged Insect Screen — AL/AR

• 4 9/16” and 6 9/16” jamb width measurement is from backside of installation flange.
• Light-colored areas are parts included with door. Dark-colored areas are additional Andersen® parts required to complete door assembly as shown.
• Dimensions in parentheses are in millimeters.
• Rough openings may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.

2012-13 A-Series Product Guide
Frenchwood® Hinged Inswing Patio Door Details — 4 9/16" Jamb Width

Horizontal Section — Two Panel Active (ASR)
Gilded (top-hung or roller) Insect Screen - (ASR/ASL/SAL/SAR/SS)

• 4 9/16" jamb width measurement is from backside of installation flange.
• Light-colored areas are parts included with door. Dark-colored areas are additional Andersen® parts required to complete door assembly as shown.
• Dimensions in parentheses are in millimeters.
• Rough openings may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.

Horizontal Section — Two Panel Active-Passive (APLR)
Hinged Insect Screen - (APLR/FPLR)

Horizontal Section — Three Panel (SASL)
Gilded (Top-Hung or Roller) Insect Screen - (SASL/SASR/ASSL/ASSR/SSAL/SSAR/SSS)

Remodeler Sill Bracket
Optional remodeler sill bracket is available for installations with an existing finished interior floor.

Drop-Nose Channel
Optional drop-nose channel is available when higher product performance is required. Wood and concrete installations shown.
Frenchwood® Hinged Inswing Patio Door Details
Scale 1 1/2" = 1'-0" (1:8)

<table>
<thead>
<tr>
<th>Unit Dimension Height</th>
<th>Rough Opening Height</th>
<th>Jamb Width</th>
</tr>
</thead>
<tbody>
<tr>
<td>5 5/8&quot; (143)</td>
<td>10 1/2&quot; (267)</td>
<td>1 5/16&quot; (33)</td>
</tr>
<tr>
<td>3 9/16&quot; (90)</td>
<td>10 1/2&quot; (267)</td>
<td>1 5/16&quot; (33)</td>
</tr>
</tbody>
</table>

2 1/4" (57) Dimension from top of sill to subfloor will vary based on thickness of sill flashing.

Vertical Section — Active
Gistical (roller) Insect Screen

Vertical Section — Active
Hinged Insect Screen

Vertical Section — Stationary
Gistical (top-hung) Insect Screen

Andersen® Exterior Trim (Optional)
Unobstr. Glass

2 1/4" (57)
Dimension from subfloor to top of door threshold may vary with type of installation method used.

• 4 5/8" and 6 5/8" jamb width measurement is from backside of installation flange.
• Light-colored areas are parts included with door. Dark-colored areas are additional Andersen® parts required to complete door assembly as shown.
• Dimensions in parentheses are in millimeters.
• Rough openings may need to be increased to allow for use of building wraps, flashing, sill panning, brackets, fasteners or other items.
• Details are for illustration only and are not intended to represent product installation methods or materials. Refer to product installation guides at andersenwindows.com.