E-SERIES WINDOW & PATIO DOOR
CUSTOM-SIZE MINIMUMS & MAXIMUMS

Custom-size minimum and maximum dimensions for E-Series windows and patio doors.

- Casement Windows: 2
- Awning Windows: 3
- Double-Hung Windows: 4 - 6
- Gliding Windows: 7
- Specialty Windows: 7
- Gliding Patio Doors: 8
- Hinged Patio Doors: 9 - 11

For information on clear opening dimensions, visit www.andersenwindows.com
CUSTOM-SIZE MINIMUMS & MAXIMUMS AVAILABLE IN 1/8" INCREMENTS

Casement Windows

E-Series
Casement Windows

VENTING

E-Series
Direct-Set (1 Piece)
Sash -Set (2-Piece)
Casement Windows

VENTING

E-Series
Push Out
Casement Windows

VENTING

E-Series
French Casement
Windows

VENTING

Area must not exceed 21 sq. ft.
or 15 sq. ft. with decorative glass.
Minimum width with piano hinge = 17 3/4"
Minimum width with casement hinge = 14"
Piano hinge is required for:
• Units greater than 15 sq. ft.
• Units with impact -resistant glass, laminated
glass, or triple pane glass

Area must not exceed 48 sq. ft.
with tempered glass.

Area must not exceed
18 sq. ft.
or 15 sq. ft. with TIG glass.

Area must not exceed
25 sq. ft.
If width ≤ 48", maximum height is 72"
If width > 48", maximum height is 60"

For information on clear opening dimensions, visit www.andersenwindows.com.
Awning Windows

E-Series Awning Windows

Custom Widths
18" to 72"

Custom Heights
72" to 14"

Area must not exceed 22 sq. ft.

E-Series Push Out Awning Windows

Custom Widths
17 3/4" to 60"

Custom Heights
48" to 16"

Area must not exceed 12.5 sq. ft.

For information on clear opening dimensions, visit www.andersenwindows.com.
CUSTOM-SIZE MINIMUMS & MAXIMUMS AVAILABLE IN 1/8" INCREMENTS

Double-Hung Windows

E-Series Double-Hung Windows *

EQUAL SASH

E-Series Double-Hung Insert Windows

EQUAL SASH

E-Series Double-Hung Insert Windows *

COTTAGE & REVERSE COTTAGE SASH

Area must not exceed 32 Sq. Ft. for Standard Double-Hung or 45 Sq. Ft. for Monumental Single-Hung

Frame height must be 120" or less.

Sash height must be 14" or more and 72" or less.

Cottage Reverse Cottage

Area must not exceed 32 Sq. Ft.

Frame height must be 108" or less.

Sash height must be 14" or more and 72" or less.

Cottage Reverse Cottage

Area must not exceed 32 Sq. Ft.

Frame height must be 108" or less.

Sash height must be 14" or more and 72" or less.

Cottage Reverse Cottage

* Weight of sash must not exceed 92 pounds. Depending on the glazing option selected, some width and height combinations may exceed sash weight limitation of 92 pounds prior to reaching square foot maximum allowed.

Contact your Andersen supplier for more information.

For information on clear opening dimensions, visit www.andersenwindows.com.
Double-Hung Windows (continued)

E-Series Double-Hung Windows

**FIXED/FIXED**

**EQUAL SASH**

---

E-Series Double-Hung Windows

**FIXED/FIXED**

**COTTAGE & REVERSE**

**COTTAGE SASH**

---

E-Series Double-Hung Picture Windows

**CUSTOM WIDTHS**

**CUSTOM HEIGHTS**

13" to 96"

Area must not exceed 40 Sq. Ft.

---

E-Series Double-Hung Transom Windows

**CUSTOM WIDTHS**

**CUSTOM HEIGHTS**

90" to 18"

Area must not exceed 40 Sq. Ft.

---

For information on clear opening dimensions, visit [www.andersenwindows.com](http://www.andersenwindows.com).
CUSTOM-SIZE MINIMUMS & MAXIMUMS AVAILABLE IN 1/8" INCREMENTS

Double-Hung Windows (continued)

E-Series Double-Hung Picture Insert Windows

CUSTOM WIDTHS

Area must not exceed 40 Sq. Ft.

CUSTOM HEIGHTS

16" to 60"

E-Series Double-Hung Sash Replacement Kit

EQUAL SASH

CUSTOM WIDTHS

Area must not exceed 32 Sq. Ft.

CUSTOM HEIGHTS

16" to 60"

Custom Widths

120" to 28"

E-Series Double-Hung Sash Replacement Kit

COTTAGE & REVERSE COTTAGE SASH

CUSTOM WIDTHS

Area must not exceed 45 Sq. Ft.

Frame height must be 108" or less.

Sash height must be 14" or more and 60" or less.

CUSTOM HEIGHTS

108" to 40"

E-Series Double-Hung Picture Sash Replacement Kit

CUSTOM WIDTHS

Area must not exceed 40 Sq. Ft.

CUSTOM HEIGHTS

96" to 12"

For information on clear opening dimensions, visit www.andersenwindows.com.
Gliding Windows

E-Series Gliding Windows
ACTIVE - STATIONARY or STATIONARY - ACTIVE

CUSTOM WIDTHS
28" to 72"
72" to 18"

CUSTOM HEIGHTS
Area must not exceed 30 Sq. Ft.

CUSTOM WIDTHS
56" to 96"
72" to 16"

CUSTOM HEIGHTS
Area must not exceed 40 Sq. Ft.

Specialty Windows

E-Series Specialty Windows

CUSTOM WIDTHS
9" to 144"

CUSTOM HEIGHTS
Area must not exceed 54 Sq. Ft.
Frame size can only exceed 84" in one direction.

For information on clear opening dimensions, visit www.andersenwindows.com.
CUSTOM-SIZE MINIMUMS & MAXIMUMS AVAILABLE IN 1/8" INCREMENTS

Gliding Patio Doors

E-Series
Gliding Patio Door
Sidelights &
French Gliding Patio Door Sidelights

E-Series
Gliding Patio Doors &
French Gliding
Patio Doors

2-PANEL

E-Series
Gliding Patio Doors &
French Gliding
Patio Doors

4-PARTING

For information on clear opening dimensions, visit www.andersenwindows.com.
Hinged Patio Doors

E-Series
Hinged Inswing
Patio Doors

SINGLE PANEL

E-Series
Hinged Inswing
Patio Doors

CUSTOM WIDTHS

120" to 74"

CUSTOM HEIGHTS

24 1/2" to 48"

Area must not exceed 33 Sq. Ft.

E-Series
Hinged Inswing
Patio Doors

Custom Widths

120" to 74"

CUSTOM HEIGHTS

36" to 96"

Area must not exceed 65 Sq. Ft.

E-Series
Hinged Inswing
Patio Door
Sidelights

CUSTOM WIDTHS

12 5/16" to 96"

CUSTOM HEIGHTS

120" to 72"

Area must not exceed 45 Sq. Ft.

E-Series
Hinged Inswing
Patio Door
Transoms

CUSTOM WIDTHS

12 5/16" to 111"

CUSTOM HEIGHTS

120" to 12 5/8"

Area must not exceed 45 Sq. Ft.

For information on clear opening dimensions, visit www.andersenwindows.com.
CUSTOM-SIZE MINIMUMS & MAXIMUMS AVAILABLE IN 1/8" INCREMENTS

Hinged Patio Doors (continued)

E-Series Hinged Inswing Patio Door Venting Sidelights

CUSTOM WIDTHS

Area must not exceed 16 Sq. Ft.

CUSTOM HEIGHTS

96" to 80"

E-Series Hinged Outswing Patio Doors

SINGLE PANEL

CUSTOM WIDTHS

Area must not exceed 33 Sq. Ft.

CUSTOM HEIGHTS

119 5/16" to 73 5/16"

E-Series Hinged Outswing Patio Doors

2-PANEL

CUSTOM WIDTHS

Area must not exceed 65 Sq. Ft.

CUSTOM HEIGHTS

119 5/16" to 73 5/16"

E-Series Hinged Outswing Patio Door Sidelights

CUSTOM WIDTHS

Area must not exceed 45 Sq. Ft.

CUSTOM HEIGHTS

119 5/16" to 72"

For information on clear opening dimensions, visit www.andersenwindows.com.

10
Hinged Patio Doors (continued)

E-Series Hinged Outswing Patio Doors Transoms

Area must not exceed 45 Sq. Ft.

E-Series Hinged Outswing Patio Door Venting Sidelights

Area must not exceed 16.2 Sq. Ft.

For information on clear opening dimensions, visit www.andersenwindows.com.
This page has been intentionally left blank.